
ESTIMATING

Vermeulens Cost Consultants
6080 Center Drive, 6th Floor
Los Angeles, CA 90045

tel 310.242.5856

www.vermeulens.com

CIVIL / SITE

Langan
555 Long Wharf Drive
New Haven, CT 06511

tel 203.562.5771
fax 203.789.6142
www.langan.com

SIGNAGE

Roll Barresi
48 Dunster St.
Cambridge, MA 02138

tel 617.868.5430
fax 617.497.9603
www.rollbarresi.com

LIGHTING

LAM Partners
84 Sherman St.
Cambridge, MA 02140

tel 617.354.4502

www.lampartners.com

84 Orange Street
New Haven, CT 06510
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www.bushwang.com

ROOF

BPD Roof Consulting, Inc.
121 Hartford Ave.
East Granby, CT 06026

tel 860.653.6779

SPECIFICATIONS

Construction Specifications
152B Winnicutt Rd.
Stratham, NH 03885

tel 603.778.0929
fax 603.806.8568

CODE

Bruce Spiewak
375 Morgan Lane Unit 405
West Haven, CT 06516

tel 203.931.9945
fax 203.932.2355
www.conncode.com

MEP, FP,  TEL/DATA

Bard, Rao + Athanas, LLC.
311 Arsenal Street
Watertown, MA 02472

tel 617.254.0016
fax 617.924.9339
www.brplusa.com

STRUCTURAL

Michael Horton Associates, Inc
151 Meadown Street
Branford, CT 06405
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fax 203.481.0686
www.mha-eng.com

SECURITY

Good Harbor Techmark
17 Accord Park Drive, Suite 201
Norwell, MA 02061

tel 781.871.6555
fax 781.871.5855
www.ghtechmark.com

HARDWARE

Assa Abloy DSS
110 Sargent Drive,
New Haven, CT 06511

tel 800.377.3948
fax 203.777.9042
www.assaabloydss.com

CONSTRUCTION MANAGER

Fusco Corporation
555 Long Wharf Drive, Suite 14
New Haven, CT 06511

tel 203.777.7451
fax 203.777.0019
www.fusco.com
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NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

Room

CB007

Room

CB008

Room

CB009

Room

CB010

Room

CB011

Room

CB012

Room

CB010A

Room

CB014

Room

CB015

Room

CB011A

Room

CB017

Room

CB010B

Room

CB010C

Room

CB010D

Room

CB006

Room

CB010G

Room

CB014E

Room

CB011B

Room

CB011C

Room

CB011D

Room

CB011E

Room

CB013A

Room

CB017A

Room

CBCS3

Room

CB007A

Room

CB007B

Room

CB007C

Room

CB007D

Room

CB007E

Room

CBS3

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com

C
o
p
y
r
i
g
h
t
 
2
0
1
5
,
 
A

R
C

 
/
 
A

r
c
h
i
t
e
c
t
u
r
a
l
 
R

e
s
o
u
r
c
e
s
 
C

a
m

b
r
i
d
g
e
,
 
I
n
c
.

SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110

fax 203.786.5330

www.svigals.com

tel 617.888.8343

www.bushwang.com

(UCONN PROJECT # 901737)

As indicated

8
/
2
7
/
2
0
1
5
 
9
:
1
5
:
5
2
 
A

M

1302

12/10/2015

KDH

BASEMENT ASBESTOS ABATEMENT

PLAN SECTOR A

BASEMENT

ASBESTOS

ABATEMENT

PLAN

SECTOR A

BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

BASEMENT - ASBESTOS ABATEMENT PLAN SECTOR A

NO. REVISION DATE

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.
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NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D
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INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.
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(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.
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UP

UP

UPUP

6 5 4 3 2 1

H

H

G
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F

F

E
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D

D

8
9

3.4 2.65.4 4.6

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

7

/1 AD-1.1.0C

/1 AD-1.1.0C

REMOVE EXISTING HAND RAILS

PREP AREA AS REQ'D

FOR NEW MDF ROOM,

COORDINATE W/

OWNER FOR

RELOCATION OF

STORED MATERIALS

C1 (ALSO ON

FLOOR UNDER

STAIRS)

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

Room

CB001

Room

CB002

Room

CB003

Room

CB004

Room

CB004A

Room

CB004B

Room

CB003D

Room

CB003E

Room

CB003F

Room

CB003A

Room

CB003B

Room

CBS1

Room

CBE2

Room

CB005G

Room

CB005A
Room

CB005B

Room

CB005C

Room

CB005D

Room

CB005E

Room

CB005F

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510
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www.bushwang.com
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

BASEMENT - ASBESTOS ABATEMENT PLAN SECTOR D

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

BASEMENT ASBESTOS ABATEMENT

PLAN SECTOR D

BASEMENT

ASBESTOS

ABATEMENT

PLAN

SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UP

UP

UPUPUP

ZZZZ

1616

1717

1818

1919

2121

H
G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.1B /1 AD-1.1.1B

REMOVE EXISTING HAND RAILS

Room

CGS3

Room

CGM16

Room

CGM17

Room

CG14E

Room

CGM17A

Room

CG162

Room

CG163

Room

CG167

Room

CG170

Room

CG171

Room

CG195

Room

CG196

Room

CG200

Room

CG201

Room

CG203

Room

CG226

Room

CG227A

Room

CG227

Room

CG166B

Room

CG194A

Room

CG194

Room

CG229

Room

CG250

Room

CG228

Room

CG228A

Room

CG228B

Room

CG228C

Room

CG228D

Room

CG228E

Room

CG228F

Room

CG228G

Room

CG228H

Room

CG228I

Room

CG228J

Room

CG228K

Room

CG228L

Room

CG230

Room

CG231

Room

CG232

Room

CG233

Room

CG234

Room

CG235

Room

CG236

Room

CG237

Room

CG238

Room

CG239

Room

CG240

Room

CG241

Room

CG242

Room

CG243

Room

CG244

Room

CG245

Room

CG246

Room

CG247

Room

CG248

Room

CG249

Room

CGCSB

Room

CG251

Room

CG252

Room

CG253

Room

CG254

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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DRAWN BY:
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1302

12/10/2015

KDH

GROUND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR A

BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

GROUND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR A

NO. REVISION DATE

ASBESTOS

ABATEMENT

PLAN

SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



DN

UP

DN

UPUPUP

16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

9.7

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.1A

/1 AD-1.1.1C

/1 AD-1.1.1A

/1 AD-1.1.1C

REMOVE

EXISTING

HAND RAIL

EXISTING COL

TO REMAIN,

TYP

REMOVE EXISTING

HAND RAIL

CUT SLAB AS REQ'D FOR

NEW PLMB RISERS, SEE

PLMB DWGS

REMOVE FLOORS, WALLS,

DOORS, & CEILINGS TO

COORDINATE W/ NEW ELEC

& IDF ROOMS

EXISTING OPENING

TO REMAIN

REMOVE

EXISTING

HAND RAIL

PROVIDE TRENCHING THIS

AREA AS REQUIRED FOR

NEW ELECTRICAL WORK

FD

C1

Room

CG098

Room

CG099B

Room

CGM20

Room

CG099F

Room

CG098A

Room

CG098B

Room

CGS2

Room

CGM28

Room

CG096

Room

CGM27

Room

CGE4

Room

CG133A

Room

CGM19

Room

CG132A

Room

CG132

Room

CGS7

Room

CGS8

Room

CG20E

Room

CG19E

Room

CG120A

Room

CGM16

Room

CGM17

Room

CGM18

Room

CG14E

Room

CGE5

Room

CG134

Room

CG135

Room

CG136

Room

CG137

Room

CGM140

Room

CG140

Room

CG141

Room

CG142

Room

CG143

Room

CG141A

Room

CG145

Room

CG146

Room

CG147

Room

CG148

Room

CG149

Room

CG150

Room

CG151

Room

CGM143

Room

CGM142

Room

CG152

Room

CG153

Room

CG154

Room

CG155

Room

CG156

Room

CG157

Room

CG158

Room

CG159

Room

CG160

Room

CG161

Room

CG162

Room

CG163

Room

CG161A

Room

CG161B

Room

CG157A

Room

CG150A

Room

CG162A

Room

CG159A

Room

CG158A

Room

CG158B

Room

CG166

Room

CG167

Room

CG168

Room

CG169

Room

CG170

Room

CG171

Room

CG172

Room

CG173

Room

CG174

Room

CG175

Room

CG176

Room

CG177

Room

CG178

Room

CG179

Room

CG180

Room

CG181

Room

CG182

Room

CG183

Room

CG184

Room

CG181A

Room

CG184A

Room

CG184C

Room

CG184B

Room

CG186

Room

CG187

Room

CG188

Room

CG189

Room

CG190

Room

CG191

Room

CG192

Room

CG192A

Room

CG195

Room

CG196

Room

CG197

Room

CG198

Room

CG199

Room

CG200

Room

CG201

Room

CG203

Room

CG204

Room

CG205

Room

CG206

Room

CG207

Room

CG208

Room

CG209

Room

CG210

Room

CG211

Room

CG212

Room

CG214

Room

CG193

Room

CGM219

Room

CG215

Room

CG216

Room

CG219

Room

CG220

Room

CG220A

Room

CG221

Room

CG223

Room

CG220B

Room

CG224

Room

CGM224

Room

CG225

Room

CG226

Room

CG222

Room

CG227A

Room

CG222A

Room

CG227

Room

CG166B

Room

CG194A

Room

CG194

Room

CG229

Room

CG228G

Room

CG228I

Room

CGCSB

Room

CG008

Room

CGV18

Room

CGV19

Room

CGV20

Room

CGV21

Room

CGV22

Room

CGV23

Room

CGV24

Room

CGV25

Room

CGV26

Room

CGV27

Room

CGV28

Room

CGV29

Room

CGM008

Room

CG154

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

GROUND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR B

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

GROUND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR B

ASBESTOS

ABATEMENT

PLAN

SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



DN

UP

UP

DN

UP

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

8

9

9.5

10

11

10.5

9.9

8.5

7.9

11.6

8.2

7.7

7.8

Ea

Fe

10.8

11.3

11.2

Eaa

Fee

9.7

A-A

A-A

8.4

9.8

10.6

9.1

/1 AD-1.1.1B

/1 AD-1.1.1D

/1 AD-1.1.2B

/1 AD-1.1.1D

REMOVE EXISTING

HAND RAIL

REMOVE EXISTING

FLOORING &  TREAD

MATERIALS

EXISTING OPENING

TO REMAIN

UP

DN

REMOVE

EXISTING

HAND RAIL

HARD PACK

ASBESTOS DUCT RISES

TO PENTHOUSE

Room

CGM26

Room

CGE2

Room

CG098

Room

CG099A

Room

CG099B

Room

CG099

Room

CG100

Room

CGM21

Room

CGM20

Room

CG099C

Room

CG099D

Room

CG099E

Room

CG099G

Room

CG131B

Room

CG131C

Room

CG099F

Room

CG098A

Room

CG098B

Room

CGM27

Room

CGE4

Room

CG133A

Room

CG132A

Room

CG102

Room

CG103

Room

CG104

Room

CG105

Room

CG106

Room

CG107

Room

CG108

Room

CG110

Room

CG111

Room

CG078

Room

CGS6

Room

CGS7

Room

CGS10

Room

CG126

Room

CGE3

Room

CG131D

Room

CG129

Room

CG130

Room

CG131

Room

CG129A

Room

CG130A

Room

CG20E

Room

CG19E

Room

CG120A

Room

CGE5

Room

CG134

Room

CG135

Room

CG136

Room

CG137

Room

CGM140

Room

CG140

Room

CG141

Room

CG142

Room

CG143

Room

CG141A

Room

CG145

Room

CG146

Room

CG147

Room

CG148

Room

CG149

Room

CG150

Room

CGM143

Room

CGM142

Room

CG153

Room

CG150A

Room

CG222A

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com

C
o
p
y
r
i
g
h
t
 
2
0
1
5
,
 
A

R
C

 
/
 
A

r
c
h
i
t
e
c
t
u
r
a
l
 
R

e
s
o
u
r
c
e
s
 
C

a
m

b
r
i
d
g
e
,
 
I
n
c
.

SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

GROUND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR C

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

GROUND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR C

ASBESTOS

ABATEMENT

PLAN

SECTOR C

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UP

DN

UP

UP

UP

UP

UP

UP

UPUP

6 5 4 3 2 1

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

1.2

8

9

8.5

3.4 2.6

3.5 2.5

5.4 4.6

5.2

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

A-A

A-A

1.32.43.65.3

6.4

7

6.5

7.5
7.6

8.4

9.1

/1 AD-1.1.1C

/1 AD-1.1.1C

REMOVE EXISTING

HAND RAIL

REMOVE EXISTING

FLOORING &  TREAD

MATERIALS

REMOVE EXISTING

HAND RAIL

REMOVE EXISTING

FLOORING &  TREAD

MATERIALS

REMOVE EXISTING

HAND RAIL

REMOVE FLOORS &

CEILING TO COORDINATE

W/ NEW IDF ROOM

DOOR OPENING

TO BE INFILLED

REMOVE FLOOR, WALLS,

DOORS, & CEILINGS TO

COORDINATE W/ NEW

ELEC ROOMS

REMOVE EXISTING HAND RAILS

CUT SLAB AS REQ'D TO COORDINATE W/

NEW PLMB RISERS, SEE PLMB DWGS

AND REMOVE WALLS FOR ACCESS

EXISTING COL TO REMAIN, TYP.

EXISTING WD

PORTAL TO REMAIN

UP

DN

EXISTING CMU SHAFT TO REMAIN.

PROVIDE SELECTIVE DEMOLITION AT

SHAFTS FOR NEW DUCTWORK

PENETRATIONS. PROVIDE NEW 2-HR

RATED SHAFT WALL TO ENCLOSE

SHAFT. TYPICAL ALL SHAFT

LOCATIONS

HARD PACK

ASBESTOS DUCT RISES

TO PENTHOUSE

C1

Room

CG001

Room

CG003

Room

CG004

Room

CG005

Room

CG006

Room

CG007

Room

CG009

Room

CG011

Room

CG013

Room

CG015

Room

CG016

Room

CG017

Room

CG018

Room

CG019

Room

CG020

Room

CG021

Room

CG022

Room

CG023

Room

CG024

Room

CG025

Room

CG026

Room

CG027

Room

CG012

Room

CG014

Room

CG010

Room

CG032

Room

CG031

Room

CG036

Room

CG038

Room

CG039

Room

CG040

Room

CG041

Room

CG042

Room

CG043

Room

CG044

Room

CG045

Room

CG047

Room

CG048

Room

CG049

Room

CG050

Room

CG051

Room

CG052

Room

CG053

Room

CG054

Room

CG055

Room

CG056

Room

CG057

Room

CG058

Room

CG059

Room

CG060

Room

CG061

Room

CGE1

Room

CGC2

Room

CGC3

Room

CGC4

Room

CGC5

Room

CGC6

Room

CGC7

Room

CGC8

Room

CGR1

Room

CGR2

Room

CG030

Room

CG036A

Room

CG036D

Room

CG036C

Room

CGC1

Room

CG046A

Room

CG046

Room

CG026A

Room

CGM25

Room

CGCSA

Room

CG047A

Room

CG049A

Room

CGM24

Room

CGC13

Room

CG045B

Room

CG045A

Room

CG056A

Room

CG062

Room

CGM23

Room

CG064

Room

CG065

Room

CG066

Room

CG067

Room

CG068

Room

CG069

Room

CG066B

Room

CG066A

Room

CG068A

Room

CG068B

Room

CG072C

Room

CG072

Room

CG072B

Room

CG072A

Room

CG074

Room

CGM70

Room

CG070A

Room

CG079B

Room

CG079

Room

CG079A

Room

CGS5

Room

CG078A

Room

CG076

Room

CG063

Room

CG080

Room

CG082

Room

CG083

Room

CG084

Room

CG085

Room

CG087

Room

CG088

Room

CG089

Room

CG090

Room

CG091

Room

CG092

Room

CG093

Room

CG094

Room

CG095

Room

CG086

Room

CGM22

Room

CGS1

Room

CGM26

Room

CGE2

Room

CG090A

Room

CG097

Room

CG099A

Room

CG099B

Room

CG099

Room

CGM21

Room

CG099C

Room

CG099D

Room

CG099E

Room

CG099G

Room

CG131B

Room

CG131C

Room

CG101

Room

CG102

Room

CG103

Room

CG104

Room

CG105

Room

CG106

Room

CG107

Room

CG108

Room

CG110

Room

CG111

Room

CG078

Room

CGS4

Room

CGS6

Room

CGS10

Room

CG126

Room

CGE3

Room

CG131D

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com

C
o
p
y
r
i
g
h
t
 
2
0
1
5
,
 
A

R
C

 
/
 
A

r
c
h
i
t
e
c
t
u
r
a
l
 
R

e
s
o
u
r
c
e
s
 
C

a
m

b
r
i
d
g
e
,
 
I
n
c
.

SCALE:

JOB NO:
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

GROUND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR D

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

GROUND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR D

ASBESTOS

ABATEMENT

PLAN

SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UPUP

Z

Z

Z

Z

1616

1717

1818

1919

2121

H
G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.2B /1 AD-1.1.2B

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

Room

CM200A

Room

CM197A

Room

CM197

Room

CM198

Room

CM199

Room

CM200

Room

CM201

Room

CM214

Room

CM215

Room

CM288

Room

CM289

Room

CM290

Room

CM291

Room

CM292

Room

CM291A

Room

CM297

Room

CM289A

Room

CM305

Room

CM306

Room

CM307

Room

CM308

Room

CM309

Room

CM310

Room

CM306A

Room

CM312

Room

CM313

Room

CM314

Room

CM315

Room

CM316

Room

CM306B

Room

CM306C

Room

CM321B

Room

CM321A

Room

CM322A

Room

CM319A

Room

CM304B

Room

CM318

Room

CM319

Room

CM320

Room

CM321

Room

CM322

Room

CM323

Room

CM324

Room

CM325

Room

CM326

Room

CM327

Room

CM328

Room

CM329

Room

CM330

Room

CM331

Room

CM332

Room

CM333

Room

CM334

Room

CM335

Room

CM334A

Room

CM331B

Room

CM331A

Room

CM304

Room

CMS3

Room

CMM17A

Room

CMCSB

Room

CMM17

Room

CME6

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.
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Suite 4101

Boston, MA 02116
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JOB NO:

DATE:

DRAWN BY:

FILE NAME:
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MAIN FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR A

BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - ASBESTOS ABATEMENT PLAN SECTOR A

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

MAIN FLOOR ASBESTOS

ABATEMENT PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

9.7

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.2A

/1 AD-1.1.2C

/1 AD-1.1.2A

/1 AD-1.1.2C

REMOVE

EXISTING

HAND RAIL

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION UNITS &

ENCLOSURE, TYP

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING ARCH

REMOVE EXISTING ARCH

REMOVE WALLS, DOORS,

FLOORS, & CEILINGS

REMOVE EXISTING METAL & GLASS

STOREFRONT & TRAVERTINE ARCH

SURROUND

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW WALL

REMOVE EXISTING HAND RAILS

REMOVE EXISTING WALLS, DOORS,

FLOORS, & CEILINGS TO COORD. W/

NEW ELEC & IDF ROOMS

EXISTING COL TO REMAIN, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

CUT SLAB AS REQ'D FOR NEW

PLMB RISERS, SEE PLMB DWGS

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING COL

TO REMAIN, TYP

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING COL TO REMAIN, TYP

REMOVE RECEPTION DESK

REMOVE EXISTING

DOOR AND WALL

REMOVE EXISTING

TRAVERTINE TO

EXISTING DOOR

LOCATION

REMOVE EXISTING ARCH

REMOVE

EXISTING

PRECAST

REMOVE EXISTING PRECAST

PANELS TO COORDINATE W/

RELOCATED FD CONNECTION

(BOTH SIDES)

COVER AND PROTECT

EXIST'G MURAL TO

REMAIN DURING

CONSTRUCTION IN

THIS AREA

REMOVE LOWER

CASEWORK UNIT UP

TO TRANSITION IN

DESK HEIGHT AND

CORRESPONDING

UPPERS, TYP.

REMOVE ALL

CASEWORK

CUT OPENING IN WALL

FOR SLIDING WINDOW

DWG

DWG

D

S

C1

D

S

D

S

D

S

D

S

D

S

D

S

D

S

D

S

Room

CM183

Room

CM185A

Room

CM188A

Room

CM189

Room

CM190

Room

CM191

Room

CM192

Room

CM193

Room

CM194

Room

CM195

Room

CM196

Room

CM200A

Room

CM207A

Room

CM201A

Room

CM197A

Room

CM197

Room

CM198

Room

CM199

Room

CM200

Room

CM201

Room

CM202

Room

CM203

Room

CM204

Room

CM205

Room

CM206

Room

CM207

Room

CM208

Room

CM209

Room

CM210

Room

CM211

Room

CM212

Room

CM213

Room

CM214

Room

CM215

Room

CM216

Room

CM217

Room

CM218

Room

CM219

Room

CM220

Room

CM221

Room

CM222

Room

CM223

Room

CM224

Room

CM225

Room

CM226

Room

CM227

Room

CM228

Room

CM229

Room

CM231

Room

CM232

Room

CM233

Room

CM234

Room

CM235

Room

CM236

Room

CM237

Room

CM238

Room

CM239

Room

CM240

Room

CM241

Room

CM242

Room

CM243

Room

CM244

Room

CM245

Room

CM246

Room

CM247

Room

CM248

Room

CM249

Room

CM250

Room

CM251

Room

CM252

Room

CM253

Room

CM254

Room

CM255

Room

CM256

Room

CM257

Room

CM258

Room

CM259

Room

CM261

Room

CM262

Room

CM263

Room

CM264

Room

CM265

Room

CM266

Room

CM267

Room

CM268

Room

CM269

Room

CM270

Room

CM271

Room

CM272

Room

CM273

Room

CM274

Room

CM275

Room

CM276

Room

CM278

Room

CM279

Room

CM270A

Room

CM277

Room

CM296

Room

CM264A

Room

CM264B

Room

CM280

Room

CM281
Room

CM282

Room

CM283

Room

CM284

Room

CM285

Room

CM280A

Room

CM286

Room

CM287

Room

CM288

Room

CM289

Room

CM290

Room

CM291

Room

CM292

Room

CM291A

Room

CM297

Room

CM289A

Room

CM244A

Room

CM230A

Room

CM230B

Room

CM183A

Room

CM305

Room

CM316

Room

CM306B

Room

CM306C

Room

CM304B

Room

CM331B

Room

CM304

Room

CMS2

Room

CMS7

Room

CMS8

Room

CMS9

Room

CME4

Room

CMM27

Room

CME5

Room

CM19E

Room

CM20E

Room

CMCSB

Room

CMM17

Room

CMM18

Room

CMM19

Room

CMM20

Room

CME6

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - ASBESTOS ABATEMENT PLAN SECTOR B

NO. REVISION DATE

MAIN FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR B

As indicated

1302

12/10/2015

KDH

MAIN FLOOR ASBESTOS

ABATEMENT PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UPUP

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

8

9

9.5

10

11

10.5

9.9

8.5

7.9

8.2

7.7

7.8

Ea

Fe

10.8

11.3

11.2

Eaa

Fee

9.7

A-A

A-A

8.4

9.8

10.6

9.1

/1 AD-1.1.2B

/1 AD-1.1.2D

/1 AD-1.1.2B

/1 AD-1.1.2D

REMOVE TRAVERTINE WALL

PANELS

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING ARCH

REMOVE EXISTING ARCH

REMOVE WALLS, DOORS,

FLOORS, & CEILINGS

REMOVE EXISTING METAL & GLASS

STOREFRONT & TRAVERTINE ARCH

SURROUND

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW WALL

EXISTING COL

TO REMAIN, TYP

REMOVE EXISTING TRAVERTINE

WALLS & ARCH

REMOVE EXISTING FLOORING

REMOVE DOORS

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING DISPLAY

CASES & RETURN TO OWNER

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING ROOF TO REMAIN

REMOVE EXISTING EXT WINDOW

SYSTEM & CONC. CURBS

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

REMOVE EXISTING METAL & GLASS

ENTRY SYSTEM, CONC. CURBS, &

GWB CEILINGS AS REQ'D TP

COORD. W/ NEW ENTRY

EXISTING TRAVERTINE

WALL TO REMAIN

EXISTING TRAVERTINE

TO REMAIN

EXISTING COL TO REMAIN, TYP

REMOVE RECEPTION DESK

REMOVE EXISTING

DOOR AND WALL

REMOVE EXISTING

TRAVERTINE TO

EXISTING DOOR

LOCATION

REMOVE EXISTING ARCH

REMOVE

EXISTING

PRECAST

REMOVE

EXISTING

PRECAST

REMOVE EXIST.

TRAVERTINE FOR

NEW

STOREFRONT

SYSTEM

REMOVE EXISTING PRECAST

PANELS TO COORDINATE W/

RELOCATED FD CONNECTION

(BOTH SIDES)

UP

DN

UP

DN

HATCH INDICATES EXISTING

CONCRETE

PAVING TO BE REMOVED

REMOVE

EXISTING

COLUMNS

REMOVE

EXISTING

COLUMNS

DWG

DWG

DWG

DWG

DWG

SU

SU

SU

SU

SU

SU

SU

D

S

D

S

D

S

D

S

D

S

W

G

W

G

W

G

W

G

W

G

W

G

W

G

D

S

D

S

Room

CM097A

Room

CM097B

Room

CM097

Room

CM098

Room

CM099

Room

CM101

Room

CM102

Room

CM103

Room

CM104

Room

CM105

Room

CM106

Room

CM107

Room

CM108

Room

CM109

Room

CM110

Room

CM111

Room

CM112

Room

CM113

Room

CM114

Room

CM115

Room

CM116

Room

CM117

Room

CM103A

Room

CM104A

Room

CM118A

Room

CM179

Room

CM180

Room

CM184A

Room

CM184B

Room

CM182

Room

CM183

Room

CM184

Room

CM185

Room

CM187A

Room

CM187B

Room

CM187

Room

CM185A

Room

CM188A

Room

CM189

Room

CM216

Room

CM217

Room

CM218

Room

CM219

Room

CM220

Room

CM221

Room

CM222

Room

CM223

Room

CM224

Room

CM225

Room

CM226

Room

CM227

Room

CM228

Room

CM229

Room

CM239

Room

CM240

Room

CM241

Room

CM242

Room

CM230A

Room

CM230B

Room

CMS6

Room

CMS7

Room

CMS10

Room

CME2

Room

CMM26

Room

CME4

Room

CMM27

Room

CME5

Room

CM19E

Room

CM20E

Room

CME3

Room

CM186B

Room

CM186

Room

CM186A

Room

CMM20

Room

CMM21

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

NOTES

EXISTING CONCRETE PAVING TO BE REMOVED

EXISTING ROOF ASSEMBLY TO BE REMOVED FOR NEW

ROOF WORK
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - ASBESTOS ABATEMENT PLAN SECTOR C

NO. REVISION DATE

MAIN FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR C

As indicated

1302

12/10/2015

KDH

MAIN FLOOR ASBESTOS

ABATEMENT PLAN SECTOR C

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UPUP

UPUP

UPUP

6 5 4 3 2 1

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

1.2

8

9

8.5

3.4 2.6

3.5 2.5

5.4 4.6

5.2

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

A-A

A-A

1.32.43.65.3

6.4

7

6.5

7.5
7.6

8.4

9.1

/1 AD-1.1.2C

/1 AD-1.1.2C

REMOVE DOORS

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

REMOVE WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING

FLOORING & TREAD

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE EXISTING WALLS,

DOORS, FLOORING, CEILING, &

MILLWORK, TYP

EXISTING COL TO REMAIN, TYP

EXISTING SHAFT WALLS

TO REMAIN, TYP

REMOVE EXISTING

CURTAINS & TRACK

REMOVE EXISTING

INDUCTION UNITS &

ENCLOSURE

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK

EXISTING DOORS &

WALLS TO REMAIN

REMOVE EXISTING

HAND RAILS

CUT SLAB AS REQ'D TO

COORD. W/ NEW PLMB

RISERS, SEE PLMB DWGS

EXISTING TRAVERTINE

WALL TO REMAIN

EXISTING TRAVERTINE

TO REMAIN

EXISTING GLASS AND METAL

STOREFRONT TO REMAIN, TYP.

EXISTING MILLWORK

& DENTAL CHAIR TO

REMAIN

EXISTING DENTAL

CHAIRS TO REMAIN

REMOVE EXISTING DENTAL CHAIR

TO COORD. W/ NEW PLAN

REMOVE EXISTING

RECEPTION DESK

REMOVE EXISTING DENTAL

CHAIR TO COORD. W/ NEW PLAN

REMOVE EXISTING MILLWORK,

TO COORD. W/ NEW PLAN, TYP.

EXISTING MILLWORK

& DENTAL CHAIR TO

REMAIN

PROTECT EXISTING TO REMAIN FURNISHINGS,

FINISHES, WALLS AND EQUIPMENT AT THIS AREA

REMOVE

EXISTING

PRECAST

REMOVE EXIST.

TRAVERTINE FOR

NEW

STOREFRONT

SYSTEM

UP

DN

UP

DN

EXISTING CMU SHAFT TO REMAIN.

PROVIDE SELECTIVE DEMOLITION AT

SHAFTS FOR NEW DUCTWORK

PENETRATIONS. PROVIDE NEW 2-HR

RATED SHAFT WALL TOENCLOSE

SHAFT. TYPICAL ALL SHAFT

LOCATIONS

REMOVE 1"  PLASTER FINISH

BACK TO CMU STRUCTURE

(TYP ALL STAIR/ELECTRICAL

WALLS ALONG GRID A)

DWG

DWG

SU

SU

SU

SU

SU

SU

SU

D

S

DS

DWG

DWG

DWG

DWG

SU

HARD PACK

ASBESTOS DUCT RISES

TO PENTHOUSE

C1

C1

SU

SU

D

S

D

S

DS DS DS
DS

DS
DS

DS

C
6

Room

CM001

Room

CM002

Room

CM003

Room

CM004

Room

CM005

Room

CM006

Room

CM007

Room

CM008

Room

CM009

Room

CM010

Room

CM011
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Room

CM013

Room

CM014

Room

CM015

Room

CM016
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CM017

Room

CM018
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CM019
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CM020

Room

CM021

Room

CM022

Room

CM023

Room

CM024

Room

CM025

Room

CM026

Room

CM027

Room

CM028

Room

CM029

Room

CM030

Room

CM031

Room

CM032

Room

CM033

Room

CM034

Room

CM035

Room

CM031A

Room

CM037

Room

CM038

Room

CM039

Room

CM040

Room

CM041

Room

CM041A

Room

CM044

Room

CM045

Room

CM046

Room

CM047

Room

CM051

Room

CM052

Room

CM053

Room

CM054

Room

CM055

Room

CM056

Room

CM057

Room

CM058

Room

CM059

Room

CM060

Room

CM061

Room

CM062

Room

CM063

Room

CM064

Room

CM065

Room

CM066

Room

CM067

Room

CM068

Room

CM069

Room

CM070

Room

CM071

Room

CM072

Room

CM073

Room

CM074

Room

CM075

Room

CM076

Room

CM077

Room

CM078

Room

CM079

Room

CM080

Room

CM081

Room

CM082

Room

CM083

Room

CM084

Room

CM085

Room

CM086

Room

CM087

Room

CM088

Room

CM089

Room

CM090

Room

CM091

Room

CM092

Room

CM093

Room

CM094

Room

CM073A

Room

CM079A

Room

CM067A
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CM059A

Room

CM059B

Room

CM059C

Room

CM059D
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CM097A

Room

CM097B

Room

CM097

Room

CM096

Room

CM098

Room

CM099

Room

CM101

Room

CM102

Room

CM103

Room

CM104

Room

CM105

Room

CM106

Room

CM107

Room

CM108

Room

CM109

Room

CM110

Room

CM111

Room

CM112

Room

CM113

Room

CM114

Room

CM115

Room

CM116

Room

CM117

Room

CM103A

Room

CM104A

Room

CM118

Room

CM119

Room

CM119A

Room

CM119B

Room

CM118A

Room

CM120

Room

CM121

Room

CM122

Room

CM123

Room

CM124

Room

CM125

Room

CM126

Room

CM128

Room

CM129

Room

CM130

Room

CM131

Room

CM132

Room

CM133

Room

CM134

Room

CM135

Room

CM136

Room

CM137

Room

CM139

Room

CM140

Room

CM141

Room

CM142

Room

CM143

Room

CM144

Room

CM145

Room

CM146

Room

CM146A

Room

CM148

Room

CM152

Room

CM153

Room

CM154

Room

CM155

Room

CM156

Room

CM157

Room

CM158

Room

CM159

Room

CM160

Room

CM161

Room

CM162

Room

CM163Room

CM164

Room

CM165

Room

CM166

Room

CM167

Room

CM168

Room

CM169

Room

CM170

Room

CM171

Room

CM172

Room

CM173

Room

CM174

Room

CM175

Room

CM176

Room

CM177

Room

CM178

Room

CM176A

Room

CM170A

Room

CM168A

Room

CM158B

Room

CM158A

Room

CM179

Room

CM180

Room

CM184A

Room

CM184B

Room

CM182

Room

CM182A

Room

CMS1

Room

CMS4

Room

CMS5

Room

CMS6

Room

CMS10

Room

CME1

Room

CM058A

Room

CM058B

Room

CME2

Room

CMM26

Room

CME3

Room

CM186B

Room

CM186

Room

CM186A

Room

CMCSA

Room

CMM21

Room

CMM22

Room

CMM23

Room

CMM24

Room

CMM25

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D
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501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com

C
o
p
y
r
i
g
h
t
 
2
0
1
5
,
 
A

R
C

 
/
 
A

r
c
h
i
t
e
c
t
u
r
a
l
 
R

e
s
o
u
r
c
e
s
 
C

a
m

b
r
i
d
g
e
,
 
I
n
c
.

SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - ASBESTOS ABATEMENT PLAN SECTOR D

NO. REVISION DATE

MAIN FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR D

As indicated

1302

12/10/2015

KDH

MAIN FLOOR ASBESTOS

ABATEMENT PLAN SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.
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1616

1717

1818

1919

2121
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G

F

F
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C

C

B
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A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.3B /1 AD-1.1.3B

REMOVE EXISTING HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

DWG

SU

SU

D
S

Room

C1235

Room

C1236

Room

C1237

Room

C1238

Room

C1239

Room

C1232A

Room

C1314

Room

C1319

Room

C1331

Room

C1332

Room

C1333

Room

C1334

Room

C1335

Room

C1347

Room

C1348

Room

C1349A

Room

C1350

Room

C1351

Room

C1352

Room

C1353

Room

C1354

Room

C1355

Room

C1356

Room

C1357

Room

C1358

Room

C1359

Room

C1360

Room

C1361

Room

C1362

Room

C1363

Room

C1364

Room

C1365

Room

C1366

Room

C1367

Room

C1368

Room

C1369

Room

C1370

Room

C1371

Room

C1372

Room

C1373

Room

C1374

Room

C1371A

Room

C1371B

Room

C1371C

Room

C1349B

Room

C1347A

Room

C1340A

Room

C1376

Room

C1346

Room

C1S3

Room

C1E6

Room

C1CSB

Room

C1M17

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110

fax 203.786.5330

www.svigals.com

tel 617.888.8343

www.bushwang.com
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - ASBESTOS ABATEMENT PLAN SECTOR A

NO. REVISION DATE

FIRST FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR A

As indicated

1302

12/10/2015

KDH

FIRST FLOOR ASBESTOS

ABATEMENT PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

9.7

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.3A

/1 AD-1.1.3C

/1 AD-1.1.3A

/1 AD-1.1.3C

REMOVE EXISTING HAND RAIL

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION UNITS &

ENCLOSURE, TYP

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING HAND RAILS

REMOVE EXISTING WALLS,

DOORS, FLOORS, & CEILINGS TO

COORD. W/ NEW ELEC & IDF

ROOMS

EXISTING COL TO REMAIN, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

CUT SLAB AS REQ'D FOR NEW

PLMB RISERS, SEE PLMB DWGS

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE TRAVERTINE WALL

PANELS

REMOVE EXISTING TRAVERTINE

WALLS & ARCH

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE EXISTING

TRAVERTINE ARCH

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

DENTAL CHAIRS, TYP.

REMOVE EXISTING FLOOR & TREAD

REMOVE EXISTING HAND RAIL

REMOVE EXISTING FLOOR & TREAD

REMOVE EXISTING

DENTAL CHAIRS, TYP.

DWG

DWG

DWG

DWG

SU

SU

SU SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

D

S

D

S

D
S

D

S

D

S

D

S

D

S

C1

Room

C1201

Room

C1204

Room

C1212

Room

C1206

Room

C1210

Room

C1208

Room

C1209

Room

C1213

Room

C1214

Room

C1215

Room

C1216

Room

C1217

Room

C1218

Room

C1219

Room

C1220

Room

C1221

Room

C1222

Room

C1223

Room

C1224

Room

C1225

Room

C1226

Room

C1227

Room

C1228

Room

C1229

Room

C1230

Room

C1231

Room

C1232

Room

C1233

Room

C1234

Room

C1235

Room

C1236

Room

C1237

Room

C1238

Room

C1239

Room

C1240

Room

C1234A

Room

C1232B

Room

C1232A

Room

C1231A

Room

C1241

Room

C1242

Room

C1243

Room

C1244

Room

C1245

Room

C1243A

Room

C1247

Room

C1248

Room

C1249

Room

C1250

Room

C1251

Room

C1252

Room

C1253

Room

C1254

Room

C1255

Room

C1256

Room

C1257

Room

C1258

Room

C1259

Room

C1260

Room

C1261

Room

C1262

Room

C1263

Room

C1264

Room

C1265

Room

C1266

Room

C1267

Room

C1268

Room

C1269

Room

C1270

Room

C1271

Room

C1272

Room

C1273

Room

C1274

Room

C1275

Room

C1276

Room

C1280

Room

C1281

Room

C1277

Room

C1278

Room

C1279

Room

C1282

Room

C1283

Room

C1284

Room

C1285

Room

C1286

Room

C1287

Room

C1288

Room

C1289

Room

C1290

Room

C1291

Room

C1292

Room

C1293

Room

C1294

Room

C1295

Room

C1296

Room

C1297

Room

C1298

Room

C1299

Room

C1300

Room

C1301

Room

C1302

Room

C1303

Room

C1304

Room

C1305

Room

C1306

Room

C1307

Room

C1308

Room

C1309

Room

C1310

Room

C1311

Room

C1312

Room

C1300A

Room

C1314

Room

C1315

Room

C1316

Room

C1317

Room

C1318

Room

C1319

Room

C1331

Room

C1332

Room

C1333

Room

C1334

Room

C1335

Room

C1336

Room

C1337

Room

C1338

Room

C1339

Room

C1340

Room

C1341

Room

C1342

Room

C1343

Room

C1345

Room

C1347

Room

C1351

Room

C1352

Room

C1362

Room

C1373

Room

C1340A

Room

C1346

Room

C1S2

Room

C1S7

Room

C1S8

Room

C1S9

Room

C120E

Room

C119E

Room

C1E4

Room

C1E5

Room

C1E6

Room

C1CSB

Room

C1M17

Room

C1M18

Room

C1M19

Room

C1M20

Room

C1M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110

fax 203.786.5330

www.svigals.com

tel 617.888.8343
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(UCONN PROJECT # 901737)
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - ASBESTOS ABATEMENT PLAN SECTOR B

NO. REVISION DATE

FIRST FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR B

As indicated

1302

12/10/2015

KDH

FIRST FLOOR ASBESTOS

ABATEMENT PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UP

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

8

9

9.5

10

11

10.5

9.9

8.5

7.9

11.6

8.2

7.7

7.8

Ea

Fe

10.8

11.3

11.2

Eaa

Fee

9.7

A-A

A-A

8.4

9.8

10.6

9.1

/1 AD-1.1.3B

/1 AD-1.1.3D

/1 AD-1.1.3B

/1 AD-1.1.3D

REMOVE EXISTING

HAND RAILS

REMOVE TRAVERTINE WALL

PANELS

REMOVE EXISTING FLOORING

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

REMOVE EXISTING TRAVERTINE

WALLS & ARCH

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE RAISED FLOOR

& RAMP

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING TRAVERTINE

WALL TO REMAIN

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE TRAVERTINE

GUARDRAIL, CUT @ EXISTING

FLOOR JOINT

REMOVE PHONE BOXES

EXISTING TRAVERTINE

HAND RAIL TO REMAIN

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE EXISTING

TRAVERTINE FOR NEW

STOREFRONT SYSTEM

REMOVE EXISTING

DENTAL CHAIRS, TYP.

UP

DN

REMOVE EXISTING PRECAST

PANELS

DWG

DWG

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

D

S

DWG

DWG

DWG

HARD PACK

ASBESTOS DUCT RISES

TO PENTHOUSE

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

D

S

D

S

D

S

D

S

D

S

Room

C1157

Room

C1157A

Room

C1161

Room

C1161A

Room

C1161B

Room

C1160

Room

C1159

Room

C1158

Room

C1203

Room

C1163

Room

C1173

Room

C1174

Room

C1175

Room

C1176

Room

C1177

Room

C1178

Room

C1179

Room

C1180

Room

C1181

Room

C1182

Room

C1183

Room

C1184

Room

C1185

Room

C1186

Room

C1187

Room

C1189

Room

C1187A

Room

C1193

Room

C1194

Room

C1195

Room

C1198

Room

C1199

Room

C1197

Room

C1202

Room

C1201

Room

C1200B

Room

C1200

Room

C1204

Room

C1212

Room

C1206

Room

C1210

Room

C1208

Room

C1209

Room

C1240

Room

C1241

Room

C1242

Room

C1243

Room

C1245

Room

C1243A

Room

C1247

Room

C1248

Room

C1249

Room

C1250

Room

C1251

Room

C1252

Room

C1253

Room

C1254

Room

C1255

Room

C1256

Room

C1265

Room

C1266

Room

C1267

Room

C1268

Room

C1269

Room

C1270

Room

C1271

Room

C1272

Room

C1S6

Room

C1S7

Room

C1S10

Room

C120E

Room

C119E

Room

C1E2

Room

C1E3

Room

C1E4

Room

C1E5

Room

C1M20

Room

C1M21

Room

C1M26

Room

C1M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110
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www.bushwang.com
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - ASBESTOS ABATEMENT PLAN SECTOR C

NO. REVISION DATE

FIRST FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR C

As indicated

1302

12/10/2015

KDH

FIRST FLOOR ASBESTOS

ABATEMENT PLAN SECTORC

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UP

UP

UPUP

6 5 4 3 2 1

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

1.2

8

9

8.5

3.4 2.6

3.5 2.5

5.4 4.6

5.2

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

A-A

A-A

1.32.43.65.3

6.4

7

6.5

7.5
7.6

8.4

9.1

/1 AD-1.1.3C

/1 AD-1.1.3C

REMOVE SLAB FOR NEW SHAFT

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

REMOVE WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING

FLOORING & TREAD

RMEOVE EXISTING

HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK

REMOVE EXISTING

HAND RAILS

CUT SLAB AS REQ'D TO

COORD. W/ NEW PLMB

RISERS, SEE PLMB DWGS

EXISTING TRAVERTINE

WALL TO REMAIN

REMOVE EXISTING

TRAVERTINE ARCH

EXISTING TRAVERTINE

HAND RAIL TO REMAIN

REMOVE EXISTING

TRAVERTINE FOR NEW

STOREFRONT SYSTEM

REMOVE EXISTING WALLS,

DOORS, FLOORING, CEILING, &

MILLWORK, TYP

EXISTING COL TO REMAIN, TYP

EXISTING SHAFT WALLS

TO REMAIN, TYP

REMOVE EXISTING

CURTAINS & TRACK

REMOVE EXISTING

INDUCTION UNITS &

ENCLOSURE

EXISTING CMU SHAFT TO REMAIN.

PROVIDE SELECTIVE DEMOLITION AT

SHAFTS FOR NEW DUCTWORK

PENETRATIONS. PROVIDE NEW 2-HR

RATED SHAFT WALL TOENCLOSE

SHAFT. TYPICAL ALL SHAFT

LOCATIONS

REMOVE EXISTING

DENTAL CHAIRS, TYP.

UP

DN

DWG

DWG

DWG

DWG

DWG

HARD PACK

ASBESTOS DUCT RISES

TO PENTHOUSE

C1

C1

C1

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU
SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

SU

DS

D

S

DWG

D

S

D

S

DS

DS

DS DS
DS

DS

DS

C6

C
6

C6C6

Room

C1001

Room

C1002

Room

C1003

Room

C1004

Room

C1005

Room

C1006

Room

C1007

Room

C1008

Room

C1009

Room

C1010

Room

C1011

Room

C1012

Room

C1013

Room

C1014

Room

C1015

Room

C1016

Room

C1017

Room

C1018

Room

C1019

Room

C1020

Room

C1021

Room

C1022

Room

C1023

Room

C1024

Room

C1025

Room

C1026

Room

C1027

Room

C1028

Room

C1029

Room

C1030

Room

C1031

Room

C1023B

Room

C1023A

Room

C1032

Room

C1033

Room

C1034

Room

C1035

Room

C1036

Room

C1037

Room

C1038

Room

C1039

Room

C1040

Room

C1041

Room

C1042

Room

C1043

Room

C1044

Room

C1045

Room

C1046

Room

C1047

Room

C1048

Room

C1049

Room

C1050

Room

C1051

Room

C1052

Room

C1038A

Room

C1054

Room

C1055

Room

C1056

Room

C1057

Room

C1058

Room

C1059

Room

C1056A

Room

C1058A

Room

C1039A

Room

C1032A

Room

C1032B

Room

C1033A

Room

C1060

Room

C1061

Room

C1062

Room

C1063

Room

C1064

Room

C1065

Room

C1066

Room

C1067

Room

C1068

Room

C1069

Room

C1070

Room

C1071

Room

C1072

Room

C1073

Room

C1075

Room

C1076

Room

C1077

Room

C1078

Room

C1079

Room

C1080

Room

C1081

Room

C1082

Room

C1083

Room

C1084

Room

C1085

Room

C1086

Room

C1087

Room

C1090

Room

C1089

Room

C1091

Room

C1081A

Room

C1092

Room

C1061A

Room

C1093

Room

C1091A

Room

C1094

Room

C1095

Room

C1096

Room

C1097

Room

C1098

Room

C1099

Room

C1100

Room

C1101

Room

C1102

Room

C1103

Room

C1104

Room

C1105

Room

C1106

Room

C1107

Room

C1108

Room

C1109

Room

C1110

Room

C1111

Room

C1112

Room

C1113

Room

C1114

Room

C1115

Room

C1116

Room

C1117

Room

C1118

Room

C1119

Room

C1120

Room

C1114A

Room

C1122

Room

C1123

Room

C1124

Room

C1125

Room

C1126

Room

C1127

Room

C1128

Room

C1129

Room

C1130

Room

C1131

Room

C1132

Room

C1133

Room

C1134

Room

C1135

Room

C1136

Room

C1137

Room

C1138

Room

C1139

Room

C1140

Room

C1159A

Room

C1142

Room

C1196A

Room

C1144

Room

C1145

Room

C1147A

Room

C1147

Room

C1148

Room

C1149

Room

C1150

Room

C1151

Room

C1154

Room

C1155

Room

C1156

Room

C1157

Room

C1157A

Room

C1161

Room

C1161A

Room

C1161B

Room

C1160

Room

C1159

Room

C1158

Room

C1203

Room

C1162

Room

C1163

Room

C1164

Room

C1165

Room

C1166

Room

C1167

Room

C1168

Room

C1169

Room

C1170

Room

C1171

Room

C1172

Room

C1173

Room

C1174

Room

C1175

Room

C1176

Room

C1177

Room

C1178

Room

C1179

Room

C1180

Room

C1181

Room

C1182

Room

C1183

Room

C1184

Room

C1185

Room

C1186

Room

C1187

Room

C1188

Room

C1189

Room

C1187A

Room

C1193

Room

C1194

Room

C1195

Room

C1198

Room

C1199

Room

C1197

Room

C1S1

Room

C1S4

Room

C1S5

Room

C1S6

Room

C1S10

Room

C1E1

Room

C1E2

Room

C1E3

Room

C1M21

Room

C1M22

Room

C1M23

Room

C1M24

Room

C1M25

Room

C1MA

Room

C1M26

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - ASBESTOS ABATEMENT PLAN SECTOR D

NO. REVISION DATE

FIRST FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR D

As indicated

1302

12/10/2015

KDH

FIRST FLOOR ASBESTOS

ABATEMENT PLAN SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



1616

1717

1818

1919

2121

H
G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.4B /1 AD-1.1.4B

REMOVE EXISTING HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING CURTAIN

& TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK, TYP

PREPARE ROOM FOR NEW

FINISHES

PREPARE ROOM FOR NEW

FINISHES

SU SU

SU

SU

SU

SU

D
S

D
S

T
P

D
S

T
P

Room

C2123

Room

C2124

Room

C2125

Room

C2E6

Room

C2127

Room

C2128

Room

C2129

Room

C2130

Room

C2144

Room

C2148

Room

C2151

Room

C2152

Room

C2153

Room

C2156

Room

C2157

Room

C2158

Room

C2160

Room

C2161

Room

C2162

Room

C2163

Room

C2164

Room

C2165

Room

C2166

Room

C2167

Room

C2168

Room

C2169

Room

C2170

Room

C2171

Room

C2172

Room

C2173

Room

C2174

Room

C2175

Room

C2170A

Room

C2167A

Room

C2160A

Room

C2S3

Room

C2CSB

Room

C2M17

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR A

NO. REVISION DATE

SECOND FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR A

As indicated

1302

12/10/2015

KDH

SECOND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.4A

/1 AD-1.1.4C

/1 AD-1.1.4A

/1 AD-1.1.4C

REMOVE EXISTING CURTAIN

& TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE EXISTING HAND

RAIL, FLOORING AND

TREAD MATERIALS

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION UNITS &

ENCLOSURE, TYP

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING HAND RAILS

EXISTING COL TO REMAIN, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

CUT SLAB AS REQ'D FOR NEW

PLMB RISERS, SEE PLMB DWGS

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING COL TO REMAIN, TYP

REMOVE WALL AT NEW DOORS,

TYP.

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

FOR NEW BRIDGE

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE SLOPED

TRAVERTINE SILL AS REQ'D

TO COORD. W/ NEW BRIDGE

CONSTRUCTION, TYP.

REMOVE WINDOW &

MODIFY CONCRETE CURB

AS REQUIRED TO

ACCOMMODATE NEW DOOR

REMOVE DOOR,

WINDOW, PRECACST

WALL PANELS AND

CURB AS REQUIRED

TO COORDINATE W/

NEW PLAN

CUT SLAB AS

REQUIRED FOR NEW

SHAFTS

EXIST'G 6" MECH'L

GRILLES TO REMAIN

REMOVE ROOF TO DECK

REMOVE

INDUCTION

UNIT

SU

SU

D
S

DS

SU

SU

SU

SU

SU

SU

SU

SU

SU

DWG

C1

C1

T
P

D
S

D

S

D

S

D

S

D

S

D

S

D

S

D

S

D

S

D

S

D

S

D

S

T
P

T

P

T

P

T

P

T

P

T

P

T

P

T

P

T

P

T

P

T

P

T

P

T

P

CONCRETE PLANTERS IN

COURTYARD CONTAIN ACM TAR

D

S

D

S

Room

C2079

Room

C2080

Room

C2082

Room

C2084

Room

C2085

Room

C2086

Room

C2087

Room

C2088

Room

C2089

Room

C2090

Room

C2091

Room

C2083A

Room

C2102A

Room

C2091A

Room

C2077A

Room

C2089A

Room

C2085A

Room

C2085B

Room

C2093

Room

C2094

Room

C2095

Room

C2096

Room

C2093A

Room

C2095A

Room

C2096A

Room

C2099A

Room

C2099

Room

C2100

Room

C2101

Room

C2102

Room

C2103

Room

C2104

Room

C2105

Room

C2106

Room

C2107

Room

C2113

Room

C2108

Room

C2101A

Room

C2E5

Room

C219E

Room

C220E

Room

C2111A

Room

C2111

Room

C2112

Room

C2114

Room

C2115

Room

C2116

Room

C2117

Room

C2118

Room

C2119

Room

C2120

Room

C2121

Room

C2122

Room

C2123

Room

C2124

Room

C2125

Room

C2E6

Room

C2127

Room

C2128

Room

C2129

Room

C2130

Room

C2116B

Room

C2116A

Room

C2115A

Room

C2114A

Room

C2112A

Room

C2131A

Room

C2131B

Room

C2133A

Room

C2132A

Room

C2136C

Room

C2136B

Room

C2110B

Room

C2134A

Room

C2131

Room

C2136A

Room

C2132

Room

C2110A

Room

C2133

Room

C2134

Room

C2135

Room

C2136

Room

C2137

Room

C2138

Room

C2139

Room

C2141

Room

C2142

Room

C2143

Room

C2144

Room

C2145

Room

C2146

Room

C2147

Room

C2148

Room

C2151

Room

C2152

Room

C2153

Room

C2156

Room

C2157

Room

C2158

Room

C2160

Room

C2161

Room

C2163

Room

C2160A

Room

C2143A

Room

C2145B

Room

C2145A

Room

C2143B

Room

C2S2

Room

C2S7

Room

C2S8

Room

C2E4

Room

C2CSB

Room

C2M17

Room

C2M18

Room

C2M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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JOB NO:

DATE:

DRAWN BY:

FILE NAME:
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New Haven, CT 06510
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR B

NO. REVISION DATE

SECOND FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR B

As indicated

1302

12/10/2015

KDH

SECOND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

8

9

9.5

10

11

10.5

9.9

8.5

7.9

11.6

8.2

7.7

7.8

Ea

Fe

10.8

11.3

11.2

Eaa

Fee

9.7

A-A

A-A

8.4

9.8

10.6

9.1

/1 AD-1.1.4B

/1 AD-1.1.4D

/1 AD-1.1.4B

/1 AD-1.1.4D

REMOVE EXISTING

HAND RAILS

EXISTING COL TO REMAIN, TYP

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

FOR NEW BRIDGE

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE EXISTING HAND RAIL,

FLOORING AND TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

EXISTING COL TO REMAIN, TYP

REMOVE BRIDGE

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE EXISTING WALLS, DOORS,

FLOORING, CEILING, & MILLWORK, TYP

REMOVE

TRAVERTINE

WALL PANELS

DOWN TO FLOOR

JOINT FOR NEW

BRIDGE

REMOVE

TRAVERTINE WALL

PANELS DOWN TO

FLOOR JOINT

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE SLOPED

TRAVERTINE SILL AS REQ'D

TO COORD. W/ NEW BRIDGE

CONSTRUCTION, TYP.

REMOVE TRAVERTINE

WALL PANELS DOWN TO

FLOOR JOINT

EXIST'G 6" MECH'L

GRILLES TO REMAIN

REMOVE ROOF TO DECK

REMOVE ROOF TO DECK

SU

SU

D

S

T

P

SU

D

S

D

S

D

S

D

S

D

S

D

S

D

S

T

P

T

P

T

P

T

P

T

P

T

P

T

P

Room

C2022

Room

C2053

Room

C2056

Room

C2060

Room

C2061

Room

C2062

Room

C2063

Room

C2064

Room

C2065

Room

C2066

Room

C2067

Room

C2068

Room

C2069

Room

C2070

Room

C2071

Room

C2072

Room

C2073

Room

C2074

Room

C2075

Room

C2077

Room

C2067A

Room

C2066A

Room

C2067B Room

C2E3

Room

C2078

Room

C2079

Room

C2080

Room

C2081

Room

C2082

Room

C2083

Room

C2084

Room

C2086

Room

C2087

Room

C2091

Room

C2083A

Room

C2102A

Room

C2091A

Room

C2077A

Room

C2093

Room

C2095

Room

C2093A

Room

C2100

Room

C2101

Room

C2102

Room

C2103

Room

C2108

Room

C2101A

Room

C2E5

Room

C219E

Room

C220E

Room

C2111A

Room

C2111

Room

C2112

Room

C2114

Room

C2112A

Room

C2S6

Room

C2S7

Room

C2E2

Room

C2E4

Room

C2M26

Room

C2M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR C

NO. REVISION DATE

SECOND FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR C

As indicated

1302

12/10/2015

KDH

SECOND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR C

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UP

6 5 4 3 2 1

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

1.2

8

9

8.5

3.4 2.6

3.5 2.5

5.4 4.6

5.2

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

A-A

A-A

1.32.43.65.3

6.4

7

6.5

7.5
7.6

8.4

9.1

/1 AD-1.1.4C

/1 AD-1.1.4C

CUT SLAB AS REQ'D

FOR NEW SHAFTS

REMOVE EXISTING HAND RAIL,

FLOORING AND TREAD MATERIALS

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE EXISTING

HAND RAILS

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK

REMOVE EXISTING

HAND RAILS

CUT SLAB AS REQ'D TO

COORD. W/ NEW PLMB

RISERS, SEE PLMB DWGS

REMOVE WINDOW AND

MODIFY CONC. CURB AS

REQUIRED TO COORD.

W/ NEW DOOR

REMOVE DOOR,WINDOWS,

PRECAST WALL PANELS

AND CONC. CURB AS

REQUIRED TO COORD. W/

NEW PLAN

REMOVE TRAVERTINE

WALL PANELS DOWN TO

FLOOR JOINT

EXISTING CMU SHAFT TO REMAIN.

PROVIDE SELECTIVE DEMOLITION AT

SHAFTS FOR NEW DUCTWORK

PENETRATIONS. PROVIDE NEW 2-HR

RATED SHAFT WALL TOENCLOSE

SHAFT. TYPICAL ALL SHAFT

LOCATIONS

REMOVE ROOF TO DECK

REMOVE

INDUCTION

UNIT

T

P

D

S

SU

HARD PACK

ASBESTOS DUCT RISES

TO PENTHOUSE

C1

CONCRETE PLANTERS

IN COURTYARD

CONTAIN ACM TAR

D
S

D
S

D
S

Room

C2001

Room

C2002

Room

C2003

Room

C2004

Room

C2005

Room

C2006

Room

C2007

Room

C2008

Room

C2009

Room

C2010

Room

C2011

Room

C2012

Room

C2013

Room

C2014

Room

C2015

Room

C2016

Room

C2017

Room

C2018

Room

C2019

Room

C2007A

Room

C2010B

Room

C2007B

Room

C2010A

Room

C2011C

Room

C2011B

Room

C2011A

Room

C2012A

Room

C2017A

Room

C2019A

Room

C2019J

Room

C2019H

Room

C2019G

Room

C2019E

Room

C2019D

Room

C2019K

Room

C2018A

Room

C2019B

Room

C2019C

Room

C2019F

Room

C2021

Room

C2022

Room

C2023

Room

C2024

Room

C2025

Room

C2026

Room

C2027

Room

C2022A

Room

C2029

Room

C2030

Room

C2020

Room

C2032

Room

C2033

Room

C2034

Room

C2035

Room

C2036

Room

C2037

Room

C2038

Room

C2039

Room

C2040

Room

C2041

Room

C2042

Room

C2043

Room

C2044

Room

C2045

Room

C2046

Room

C2047

Room

C2048

Room

C2050

Room

C2051

Room

C2052

Room

C2053

Room

C2054

Room

C2055

Room

C2056

Room

C2057

Room

C2058

Room

C2059

Room

C2060

Room

C2061

Room

C2062

Room

C2063

Room

C2064

Room

C2065

Room

C2066

Room

C2068

Room

C2069

Room

C2073

Room

C2074

Room

C2075

Room

C2076A

Room

C2076D

Room

C2076C

Room

C2076B

Room

C2047A

Room

C2040A

Room

C2076

Room

C2E3

Room

C2037D

Room

C2045A

Room

C2025A

Room

C2026A

Room

C2052A

Room

C2052B

Room

C2037A

Room

C2037B

Room

C2037C

Room

C2037E

Room

C2037F

Room

C2037G

Room

C2037H

Room

C2037I

Room

C2036A

Room

C2S1

Room

C2S4

Room

C2S6

Room

C2E1

Room

C2E2

Room

C2M23

Room

C2M24

Room

C2M25

Room

C2M26

Room

C2CSA

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - ASBESTOS ABATEMENT PLAN SECTOR D

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

SECOND FLOOR ASBESTOS

ABATEMENT PLAN SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

SECOND FLOOR

ASBESTOS

ABATEMENT

PLAN

SECTOR D

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



1616

1717

1818

1919

2121

H

H
G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.5B /1 AD-1.1.5B

REMOVE ROOFING AND CONCRETE FILL AS-

REQUIRED TO PROVIDE STRUCTURAL SUPPORT

FOR NEW MECHANICAL UNITS AND PROPERLY

PITCH NEW ROOF

CONVEYOR

RM

CP006

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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JOB NO:

DATE:

DRAWN BY:
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84 Orange Street
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

ROOF/PENTHOUSE - ASBESTOS ABATEMENT PLAN SECTOR A

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

PENTHOUSE ASBESTOS

ABATEMENT PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

PENTHOUSE

ASBESTOS

ABATEMENT

PLAN

SECTOR A

1- GRAY CAULK (C10) CONTINUES AROUND ENTIRE ROOF PERIMETER.

ONLY AREAS EXPECTED TO BE IMPACTED WITHIN CURRENT SCOPE

OF WORK HAVE BEEN MARKED ON DRAWING.

2- TRANSITE PANELS AROUND MECHANICAL ROOMS CP001/CP002 (T1).

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.



UP

16

17

H

H

G

G

F

F

E

E

D
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C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

9.7

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.5A

/1 AD-1.1.5C

/1 AD-1.1.5A

/1 AD-1.1.5C

REMOVE EXISTING HAND RAILS

CUT ROOF SLAB AS-

REQUIRED FOR NEW SHAFT

CUT ROOF SLAB AS-

REQUIRED FOR NEW

DUCT PENETRATION

REMOVE ROOFING AND CONCRETE FILL AS-

REQUIRED TO PROVIDE STRUCTURAL SUPPORT

FOR NEW MECHANICAL UNITS AND SHAFT

ENCLOSURES.

REMOVE ROOFING AND

CONCRETE FILL AS-REQUIRED TO

PROVIDE STRUCTURAL SUPPORT

FOR NEW PENETRATION

ENCLOSURE.

CONVEYOR

RM

CP006

STAIR 2

CPS2

SHAFT 27

CPM27

MECHANICAL

RM

CP002

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED
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NO. REVISION DATE
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1302

12/10/2015

KDH

PENTHOUSE ASBESTOS

ABATEMENT PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PENTHOUSE

ASBESTOS

ABATEMENT

PLAN

SECTOR B

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.

1- GRAY CAULK (C10) CONTINUES AROUND ENTIRE ROOF PERIMETER.

ONLY AREAS EXPECTED TO BE IMPACTED WITHIN CURRENT SCOPE

OF WORK HAVE BEEN MARKED ON DRAWING.

2- TRANSITE PANELS AROUND MECHANICAL ROOMS CP001/CP002 (T1).
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12/10/2015

KDH
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ABATEMENT PLAN SECTOR C

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PENTHOUSE

ASBESTOS

ABATEMENT

PLAN

SECTOR C

INTERIOR EXPANSION JOINT CAULK (C1)

ASBESTOS FLOOR TILE AND MASTIC OR NON ASBESTOS FLOOR

TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)

DOOR WITH WINDOW GLAZING (DWG2, DWG4)
DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
DS

SINK UNDERCOATING (SU1)SU

TRANSITE COUNTERTOP (TT1) AND ASSOCIATED GLUE (G2)

FES1 ABOVE CEILINGS AND BLACK COUNTERTOP BACKSLASH

GLUE (G12)

TRANSITE PANEL BEHIND INDUCTION UNIT AND PENTHOUSE

EXTERIOR WALLS (T1)

TP

ASBESTOS LEGEND OF SYMBOLS

DUCT WITH DUCT INSULATION SEALANT (DIS1)

BROWN WINDOW GLAZE (WG1A)
WG

WHITE INTERIOR DOOR/WINDOW FRAME CAULK (C6)
C6

FD
FIRE DOOR (FD1)

HARD PACK ASBESTOS DUCT INSULATION

GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.

1- GRAY CAULK (C10) CONTINUES AROUND ENTIRE ROOF PERIMETER.

ONLY AREAS EXPECTED TO BE IMPACTED WITHIN CURRENT SCOPE

OF WORK HAVE BEEN MARKED ON DRAWING.

2- TRANSITE PANELS AROUND MECHANICAL ROOMS CP001/CP002 (T1).
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TILE OVER RESIDUAL MASTIC (FT2, FT5, FT12, RM1)
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DWG

RED SEALANT ON CIRCULAR DUCTS IN INDUCTION UNITS (DS1)
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SINK UNDERCOATING (SU1)SU
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GRAY ROOF PERIMETER CAULK ON METAL FLASHING CAP (C10)

GENERAL ACM NOTES:

1. Several ACM materials exist in other parts of the C

Building that are not currently expected to be

impacted.  If conditions change, these materials also

need to be treated as ACM.

2. Conduit sealant (CS1) on P-tubes above ceilings

throughout C Building.  If this material requires

removal, refer to Asbestos Abatement Spec for

requirements.

3. Some areas were inaccessible during inspection (i.e.

under slop sinks, bathroom floors and plumbing

walls) and may contain suspect ACM.  Should any

previously un-sampled suspect ACM be

encountered during demolition, it should be

assumed to contain asbestos or be sampled at the

time of discovery.

1- GRAY CAULK (C10) CONTINUES AROUND ENTIRE ROOF PERIMETER.

ONLY AREAS EXPECTED TO BE IMPACTED WITHIN CURRENT SCOPE

OF WORK HAVE BEEN MARKED ON DRAWING.

2- TRANSITE PANELS AROUND MECHANICAL ROOMS CP001/CP002 (T1).
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Room

CG066A

Room

CG068A

Room

CG068B

Room

CG072C

Room

CG072

Room

CG072B

Room

CG072A

Room

CG074

Room

CGM70

Room

CG070A

Room

CG079B

Room

CG079

Room

CG079A

Room

CGS5

Room

CG078A

Room

CG076

Room

CG063

Room

CG080

Room

CG082

Room

CG083

Room

CG084

Room

CG085

Room

CG087

Room

CG088

Room

CG089

Room

CG090

Room

CG091

Room

CG092

Room

CG093

Room

CG094

Room

CG095

Room

CG086

Room

CGM22

Room

CGS1

Room

CGM26

Room

CGE2

Room

CG090A

Room

CG097

Room

CG099A

Room

CG099B

Room

CG099

Room

CGM21

Room

CG099C

Room

CG099D

Room

CG099E

Room

CG099G

Room

CG131B

Room

CG131C

Room

CG101

Room

CG102

Room

CG103

Room

CG104

Room

CG105

Room

CG106

Room

CG107

Room

CG108

Room

CG110

Room

CG111

Room

CG078

Room

CGS4

Room

CGS6

Room

CGS10

Room

CG126

Room

CGE3

Room

CG131D

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources
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Suite 4101
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A
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

GROUND FLOOR - PCB ABATEMENT PLAN SECTOR D

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

GROUND FLOOR PCB

ABATEMENT PLAN SECTOR D

PCB

ABATEMENT

PLAN

SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



UPUP

Z

Z

Z

Z

1616

1717

1818

1919

2121

H
G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.2B /1 AD-1.1.2B

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

C3

C
3

Room

CM200A

Room

CM197A

Room

CM197

Room

CM198

Room

CM199

Room

CM200

Room

CM201

Room

CM214

Room

CM215

Room

CM288

Room

CM289

Room

CM290

Room

CM291

Room

CM292

Room

CM291A

Room

CM297

Room

CM289A

Room

CM305

Room

CM306

Room

CM307

Room

CM308

Room

CM309

Room

CM310

Room

CM306A

Room

CM312

Room

CM313

Room

CM314

Room

CM315

Room

CM316

Room

CM306B

Room

CM306C

Room

CM321B

Room

CM321A

Room

CM322A

Room

CM319A

Room

CM304B

Room

CM318

Room

CM319

Room

CM320

Room

CM321

Room

CM322

Room

CM323

Room

CM324

Room

CM325

Room

CM326

Room

CM327

Room

CM328

Room

CM329

Room

CM330

Room

CM331

Room

CM332

Room

CM333

Room

CM334

Room

CM335

Room

CM334A

Room

CM331B

Room

CM331A

Room

CM304

Room

CMS3

Room

CMM17A

Room

CMCSB

Room

CMM17

Room

CME6

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street
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MAIN FLOOR

PCB

ABATEMENT

PLAN

SECTOR A

BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - PCB ABATEMENT PLAN SECTOR A

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

MAIN FLOOR PCB ABATEMENT

PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)

C3



16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

9.7

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.2A

/1 AD-1.1.2C

/1 AD-1.1.2A

/1 AD-1.1.2C

REMOVE

EXISTING

HAND RAIL

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION UNITS &

ENCLOSURE, TYP

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING ARCH

REMOVE EXISTING ARCH

REMOVE WALLS, DOORS,

FLOORS, & CEILINGS

REMOVE EXISTING METAL & GLASS

STOREFRONT & TRAVERTINE ARCH

SURROUND

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW WALL

REMOVE EXISTING HAND RAILS

REMOVE EXISTING WALLS, DOORS,

FLOORS, & CEILINGS TO COORD. W/

NEW ELEC & IDF ROOMS

EXISTING COL TO REMAIN, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

CUT SLAB AS REQ'D FOR NEW

PLMB RISERS, SEE PLMB DWGS

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING COL

TO REMAIN, TYP

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING COL TO REMAIN, TYP

REMOVE RECEPTION DESK

REMOVE EXISTING

DOOR AND WALL

REMOVE EXISTING

TRAVERTINE TO

EXISTING DOOR

LOCATION

REMOVE EXISTING ARCH

REMOVE

EXISTING

PRECAST

REMOVE EXISTING PRECAST

PANELS TO COORDINATE W/

RELOCATED FD CONNECTION

(BOTH SIDES)

COVER AND PROTECT

EXIST'G MURAL TO

REMAIN DURING

CONSTRUCTION IN

THIS AREA

REMOVE LOWER

CASEWORK UNIT UP

TO TRANSITION IN

DESK HEIGHT AND

CORRESPONDING

UPPERS, TYP.

REMOVE ALL

CASEWORK

CUT OPENING IN WALL

FOR SLIDING WINDOW

DWG

DWG

C1

C

4

C

4

DWG

DWG

DWG

DWG

DWG

DWG

C1

C

7

C

7

Room

CM183

Room

CM185A

Room

CM188A

Room

CM189

Room

CM190

Room

CM191

Room

CM192

Room

CM193

Room

CM194

Room

CM195

Room

CM196

Room

CM200A

Room

CM207A

Room

CM201A

Room

CM197A

Room

CM197

Room

CM198

Room

CM199

Room

CM200

Room

CM201

Room

CM202

Room

CM203

Room

CM204

Room

CM205

Room

CM206

Room

CM207

Room

CM208

Room

CM209

Room

CM210

Room

CM211

Room

CM212

Room

CM213

Room

CM214

Room

CM215

Room

CM216

Room

CM217

Room

CM218

Room

CM219

Room

CM220

Room

CM221

Room

CM222

Room

CM223

Room

CM224

Room

CM225

Room

CM226

Room

CM227

Room

CM228

Room

CM229

Room

CM231

Room

CM232

Room

CM233

Room

CM234

Room

CM235

Room

CM236

Room

CM237

Room

CM238

Room

CM239

Room

CM240

Room

CM241

Room

CM242

Room

CM243

Room

CM244

Room

CM245

Room

CM246

Room

CM247

Room

CM248

Room

CM249

Room

CM250

Room

CM251

Room

CM252

Room

CM253

Room

CM254

Room

CM255

Room

CM256

Room

CM257

Room

CM258

Room

CM259

Room

CM261

Room

CM262

Room

CM263

Room

CM264

Room

CM265

Room

CM266

Room

CM267

Room

CM268

Room

CM269

Room

CM270

Room

CM271

Room

CM272

Room

CM273

Room

CM274

Room

CM275

Room

CM276

Room

CM278

Room

CM279

Room

CM270A

Room

CM277

Room

CM296

Room

CM264A

Room

CM264B

Room

CM280

Room

CM281
Room

CM282

Room

CM283

Room

CM284

Room

CM285

Room

CM280A

Room

CM286

Room

CM287

Room

CM288

Room

CM289

Room

CM290

Room

CM291

Room

CM292

Room

CM291A

Room

CM297

Room

CM289A

Room

CM244A

Room

CM230A

Room

CM230B

Room

CM183A

Room

CM305

Room

CM316

Room

CM306B

Room

CM306C

Room

CM304B

Room

CM331B

Room

CM304

Room

CMS2

Room

CMS7

Room

CMS8

Room

CMS9

Room

CME4

Room

CMM27

Room

CME5

Room

CM19E

Room

CM20E

Room

CMCSB

Room

CMM17

Room

CMM18

Room

CMM19

Room

CMM20

Room

CME6

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - PCB ABATEMENT PLAN SECTOR B

NO. REVISION DATE

MAIN FLOOR

PCB

ABATEMENT

PLAN

SECTOR B

As indicated

1302

12/10/2015

KDH

MAIN FLOOR PCB ABATEMENT

PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



UPUP

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

8

9

9.5

10

11

10.5

9.9

8.5

7.9

8.2

7.7

7.8

Ea

Fe

10.8

11.3

11.2

Eaa

Fee

9.7

A-A

A-A

8.4

9.8

10.6

9.1

/1 AD-1.1.2B

/1 AD-1.1.2D

/1 AD-1.1.2B

/1 AD-1.1.2D

REMOVE TRAVERTINE WALL

PANELS

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING ARCH

REMOVE EXISTING ARCH

REMOVE WALLS, DOORS,

FLOORS, & CEILINGS

REMOVE EXISTING METAL & GLASS

STOREFRONT & TRAVERTINE ARCH

SURROUND

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW WALL

EXISTING COL

TO REMAIN, TYP

REMOVE EXISTING TRAVERTINE

WALLS & ARCH

REMOVE EXISTING FLOORING

REMOVE DOORS

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING DISPLAY

CASES & RETURN TO OWNER

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING ROOF TO REMAIN

REMOVE EXISTING EXT WINDOW

SYSTEM & CONC. CURBS

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

REMOVE EXISTING METAL & GLASS

ENTRY SYSTEM, CONC. CURBS, &

GWB CEILINGS AS REQ'D TP

COORD. W/ NEW ENTRY

EXISTING TRAVERTINE

WALL TO REMAIN

EXISTING TRAVERTINE

TO REMAIN

EXISTING COL TO REMAIN, TYP

REMOVE RECEPTION DESK

REMOVE EXISTING

DOOR AND WALL

REMOVE EXISTING

TRAVERTINE TO

EXISTING DOOR

LOCATION

REMOVE EXISTING ARCH

REMOVE

EXISTING

PRECAST

REMOVE

EXISTING

PRECAST

REMOVE EXIST.

TRAVERTINE FOR

NEW

STOREFRONT

SYSTEM

REMOVE EXISTING PRECAST

PANELS TO COORDINATE W/

RELOCATED FD CONNECTION

(BOTH SIDES)

UP

DN

UP

DN

HATCH INDICATES EXISTING

CONCRETE

PAVING TO BE REMOVED

REMOVE

EXISTING

COLUMNS

REMOVE

EXISTING

COLUMNS

DWG

DWG

DWG

DWG

DWG

C

4

C

4

DWG

DWG

C

7

C

7

C

7

C

7

C

7

W

G

W

G

W

G

W

G

W

G

W

G

C

7

W

G

W

G

C

7

W

G

W

G

C

8

C

8

C

8

C7 ALSO IN

SIDEWALK JOINTS

C7 ALSO IN

SIDEWALK JOINTS

Room

CM097A

Room

CM097B

Room

CM097

Room

CM098

Room

CM099

Room

CM101

Room

CM102

Room

CM103

Room

CM104

Room

CM105

Room

CM106

Room

CM107

Room

CM108

Room

CM109

Room

CM110

Room

CM111

Room

CM112

Room

CM113

Room

CM114

Room

CM115

Room

CM116

Room

CM117

Room

CM103A

Room

CM104A

Room

CM118A

Room

CM179

Room

CM180

Room

CM184A

Room

CM184B

Room

CM182

Room

CM183

Room

CM184

Room

CM185

Room

CM187A

Room

CM187B

Room

CM187

Room

CM185A

Room

CM188A

Room

CM189

Room

CM216

Room

CM217

Room

CM218

Room

CM219

Room

CM220

Room

CM221

Room

CM222

Room

CM223

Room

CM224

Room

CM225

Room

CM226

Room

CM227

Room

CM228

Room

CM229

Room

CM239

Room

CM240

Room

CM241

Room

CM242

Room

CM230A

Room

CM230B

Room

CMS6

Room

CMS7

Room

CMS10

Room

CME2

Room

CMM26

Room

CME4

Room

CMM27

Room

CME5

Room

CM19E

Room

CM20E

Room

CME3

Room

CM186B

Room

CM186

Room

CM186A

Room

CMM20

Room

CMM21

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

NOTES

EXISTING CONCRETE PAVING TO BE REMOVED

EXISTING ROOF ASSEMBLY TO BE REMOVED FOR NEW

ROOF WORK

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - PCB ABATEMENT PLAN SECTOR C

NO. REVISION DATE

MAIN FLOOR

PCB

ABATEMENT

PLAN

SECTOR C

As indicated

1302

12/10/2015

KDH

MAIN FLOOR PCB ABATEMENT

PLAN SECTOR C

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



UPUP

UPUP

UPUP

6 5 4 3 2 1

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

1.2

8

9

8.5

3.4 2.6

3.5 2.5

5.4 4.6

5.2

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

A-A

A-A

1.32.43.65.3

6.4

7

6.5

7.5
7.6

8.4

9.1

/1 AD-1.1.2C

/1 AD-1.1.2C

REMOVE DOORS

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

REMOVE WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING

FLOORING & TREAD

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE EXISTING WALLS,

DOORS, FLOORING, CEILING, &

MILLWORK, TYP

EXISTING COL TO REMAIN, TYP

EXISTING SHAFT WALLS

TO REMAIN, TYP

REMOVE EXISTING

CURTAINS & TRACK

REMOVE EXISTING

INDUCTION UNITS &

ENCLOSURE

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK

EXISTING DOORS &

WALLS TO REMAIN

REMOVE EXISTING

HAND RAILS

CUT SLAB AS REQ'D TO

COORD. W/ NEW PLMB

RISERS, SEE PLMB DWGS

EXISTING TRAVERTINE

WALL TO REMAIN

EXISTING TRAVERTINE

TO REMAIN

EXISTING GLASS AND METAL

STOREFRONT TO REMAIN, TYP.

EXISTING MILLWORK

& DENTAL CHAIR TO

REMAIN

EXISTING DENTAL

CHAIRS TO REMAIN

REMOVE EXISTING DENTAL CHAIR

TO COORD. W/ NEW PLAN

REMOVE EXISTING

RECEPTION DESK

REMOVE EXISTING DENTAL

CHAIR TO COORD. W/ NEW PLAN

REMOVE EXISTING MILLWORK,

TO COORD. W/ NEW PLAN, TYP.

EXISTING MILLWORK

& DENTAL CHAIR TO

REMAIN

PROTECT EXISTING TO REMAIN FURNISHINGS,

FINISHES, WALLS AND EQUIPMENT AT THIS AREA

REMOVE

EXISTING

PRECAST

REMOVE EXIST.

TRAVERTINE FOR

NEW

STOREFRONT

SYSTEM

UP

DN

UP

DN

EXISTING CMU SHAFT TO REMAIN.

PROVIDE SELECTIVE DEMOLITION AT

SHAFTS FOR NEW DUCTWORK

PENETRATIONS. PROVIDE NEW 2-HR

RATED SHAFT WALL TOENCLOSE

SHAFT. TYPICAL ALL SHAFT

LOCATIONS

REMOVE 1"  PLASTER FINISH

BACK TO CMU STRUCTURE

(TYP ALL STAIR/ELECTRICAL

WALLS ALONG GRID A)

DWG

DWG

DWG

DWG

DWG

DWG

C1

C1

DWG

DWG

DWG

C

7

DWG

W
G

C
6

DWG

DWG

WG

C

7

Room

CM001

Room

CM002

Room

CM003

Room

CM004

Room

CM005

Room

CM006

Room

CM007

Room

CM008

Room

CM009

Room

CM010

Room

CM011

Room

CM012

Room

CM013

Room

CM014

Room

CM015

Room

CM016

Room

CM017

Room

CM018

Room

CM019

Room

CM020

Room

CM021

Room

CM022

Room

CM023

Room

CM024

Room

CM025

Room

CM026

Room

CM027

Room

CM028

Room

CM029

Room

CM030

Room

CM031

Room

CM032

Room

CM033

Room

CM034

Room

CM035

Room

CM031A

Room

CM037

Room

CM038

Room

CM039

Room

CM040

Room

CM041

Room

CM041A

Room

CM044

Room

CM045

Room

CM046

Room

CM047

Room

CM051

Room

CM052

Room

CM053

Room

CM054

Room

CM055

Room

CM056

Room

CM057

Room

CM058

Room

CM059

Room

CM060

Room

CM061

Room

CM062

Room

CM063

Room

CM064

Room

CM065

Room

CM066

Room

CM067

Room

CM068

Room

CM069

Room

CM070

Room

CM071

Room

CM072

Room

CM073

Room

CM074

Room

CM075

Room

CM076

Room

CM077

Room

CM078

Room

CM079

Room

CM080

Room

CM081

Room

CM082

Room

CM083

Room

CM084

Room

CM085

Room

CM086

Room

CM087

Room

CM088

Room

CM089

Room

CM090

Room

CM091

Room

CM092

Room

CM093

Room

CM094

Room

CM073A

Room

CM079A

Room

CM067A

Room

CM059A

Room

CM059B

Room

CM059C

Room

CM059D

Room

CM097A

Room

CM097B

Room

CM097

Room

CM096

Room

CM098

Room

CM099

Room

CM101

Room

CM102

Room

CM103

Room

CM104

Room

CM105

Room

CM106

Room

CM107

Room

CM108

Room

CM109

Room

CM110

Room

CM111

Room

CM112

Room

CM113

Room

CM114

Room

CM115

Room

CM116

Room

CM117

Room

CM103A

Room

CM104A

Room

CM118

Room

CM119

Room

CM119A

Room

CM119B

Room

CM118A

Room

CM120

Room

CM121

Room

CM122

Room

CM123

Room

CM124

Room

CM125

Room

CM126

Room

CM128

Room

CM129

Room

CM130

Room

CM131

Room

CM132

Room

CM133

Room

CM134

Room

CM135

Room

CM136

Room

CM137

Room

CM139

Room

CM140

Room

CM141

Room

CM142

Room

CM143

Room

CM144

Room

CM145

Room

CM146

Room

CM146A

Room

CM148

Room

CM152

Room

CM153

Room

CM154

Room

CM155

Room

CM156

Room

CM157

Room

CM158

Room

CM159

Room

CM160

Room

CM161

Room

CM162

Room

CM163Room

CM164

Room

CM165

Room

CM166

Room

CM167

Room

CM168

Room

CM169

Room

CM170

Room

CM171

Room

CM172

Room

CM173

Room

CM174

Room

CM175

Room

CM176

Room

CM177

Room

CM178

Room

CM176A

Room

CM170A

Room

CM168A

Room

CM158B

Room

CM158A

Room

CM179

Room

CM180

Room

CM184A

Room

CM184B

Room

CM182

Room

CM182A

Room

CMS1

Room

CMS4

Room

CMS5

Room

CMS6

Room

CMS10

Room

CME1

Room

CM058A

Room

CM058B

Room

CME2

Room

CMM26

Room

CME3

Room

CM186B

Room

CM186

Room

CM186A

Room

CMCSA

Room

CMM21

Room

CMM22

Room

CMM23

Room

CMM24

Room

CMM25

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

MAIN FLOOR - PCB ABATEMENT PLAN SECTOR D

NO. REVISION DATE

MAIN FLOOR

PCB

ABATEMENT

PLAN

SECTOR D

As indicated

1302

12/10/2015

KDH

MAIN FLOOR PCB ABATEMENT

PLAN SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



UP

1616

1717

1818

1919

2121

H
G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.3B /1 AD-1.1.3B

REMOVE EXISTING HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

DWG

Room

C1235

Room

C1236

Room

C1237

Room

C1238

Room

C1239

Room

C1232A

Room

C1314

Room

C1319

Room

C1331

Room

C1332

Room

C1333

Room

C1334

Room

C1335

Room

C1347

Room

C1348

Room

C1349A

Room

C1350

Room

C1351

Room

C1352

Room

C1353

Room

C1354

Room

C1355

Room

C1356

Room

C1357

Room

C1358

Room

C1359

Room

C1360

Room

C1361

Room

C1362

Room

C1363

Room

C1364

Room

C1365

Room

C1366

Room

C1367

Room

C1368

Room

C1369

Room

C1370

Room

C1371

Room

C1372

Room

C1373

Room

C1374

Room

C1371A

Room

C1371B

Room

C1371C

Room

C1349B

Room

C1347A

Room

C1340A

Room

C1376

Room

C1346

Room

C1S3

Room

C1E6

Room

C1CSB

Room

C1M17

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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JOB NO:
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DRAWN BY:

FILE NAME:
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - PCB ABATEMENT PLAN SECTOR A

NO. REVISION DATE

FIRST FLOOR

PCB

ABATEMENT

PLAN

SECTOR A

As indicated

1302

12/10/2015

KDH

FIRST FLOOR PCB ABATEMENT

PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

9.7

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.3A

/1 AD-1.1.3C

/1 AD-1.1.3A

/1 AD-1.1.3C

REMOVE EXISTING HAND RAIL

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION UNITS &

ENCLOSURE, TYP

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING HAND RAILS

REMOVE EXISTING WALLS,

DOORS, FLOORS, & CEILINGS TO

COORD. W/ NEW ELEC & IDF

ROOMS

EXISTING COL TO REMAIN, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

CUT SLAB AS REQ'D FOR NEW

PLMB RISERS, SEE PLMB DWGS

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE TRAVERTINE WALL

PANELS

REMOVE EXISTING TRAVERTINE

WALLS & ARCH

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE EXISTING

TRAVERTINE ARCH

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

DENTAL CHAIRS, TYP.

REMOVE EXISTING FLOOR & TREAD

REMOVE EXISTING HAND RAIL

REMOVE EXISTING FLOOR & TREAD

REMOVE EXISTING

DENTAL CHAIRS, TYP.

DWG

DWG

DWG

DWG

C1

C

7

Room

C1201

Room

C1204

Room

C1212

Room

C1206

Room

C1210

Room

C1208

Room

C1209

Room

C1213

Room

C1214

Room

C1215

Room

C1216

Room

C1217

Room

C1218

Room

C1219

Room

C1220

Room

C1221

Room

C1222

Room

C1223

Room

C1224

Room

C1225

Room

C1226

Room

C1227

Room

C1228

Room

C1229

Room

C1230

Room

C1231

Room

C1232

Room

C1233

Room

C1234

Room

C1235

Room

C1236

Room

C1237

Room

C1238

Room

C1239

Room

C1240

Room

C1234A

Room

C1232B

Room

C1232A

Room

C1231A

Room

C1241

Room

C1242

Room

C1243

Room

C1244

Room

C1245

Room

C1243A

Room

C1247

Room

C1248

Room

C1249

Room

C1250

Room

C1251

Room

C1252

Room

C1253

Room

C1254

Room

C1255

Room

C1256

Room

C1257

Room

C1258

Room

C1259

Room

C1260

Room

C1261

Room

C1262

Room

C1263

Room

C1264

Room

C1265

Room

C1266

Room

C1267

Room

C1268

Room

C1269

Room

C1270

Room

C1271

Room

C1272

Room

C1273

Room

C1274

Room

C1275

Room

C1276

Room

C1280

Room

C1281

Room

C1277

Room

C1278

Room

C1279

Room

C1282

Room

C1283

Room

C1284

Room

C1285

Room

C1286

Room

C1287

Room

C1288

Room

C1289

Room

C1290

Room

C1291

Room

C1292

Room

C1293

Room

C1294

Room

C1295

Room

C1296

Room

C1297

Room

C1298

Room

C1299

Room

C1300

Room

C1301

Room

C1302

Room

C1303

Room

C1304

Room

C1305

Room

C1306

Room

C1307

Room

C1308

Room

C1309

Room

C1310

Room

C1311

Room

C1312

Room

C1300A

Room

C1314

Room

C1315

Room

C1316

Room

C1317

Room

C1318

Room

C1319

Room

C1331

Room

C1332

Room

C1333

Room

C1334

Room

C1335

Room

C1336

Room

C1337

Room

C1338

Room

C1339

Room

C1340

Room

C1341

Room

C1342

Room

C1343

Room

C1345

Room

C1347

Room

C1351

Room

C1352

Room

C1362

Room

C1373

Room

C1340A

Room

C1346

Room

C1S2

Room

C1S7

Room

C1S8

Room

C1S9

Room

C120E

Room

C119E

Room

C1E4

Room

C1E5

Room

C1E6

Room

C1CSB

Room

C1M17

Room

C1M18

Room

C1M19

Room

C1M20

Room

C1M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110

fax 203.786.5330

www.svigals.com

tel 617.888.8343
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - PCB ABATEMENT PLAN SECTOR B

NO. REVISION DATE

FIRST FLOOR

PCB

ABATEMENT

PLAN

SECTOR B

As indicated

1302

12/10/2015

KDH

FIRST FLOOR PCB ABATEMENT

PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



UP

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

8

9

9.5

10

11

10.5

9.9

8.5

7.9

11.6

8.2

7.7

7.8

Ea

Fe

10.8

11.3

11.2

Eaa

Fee

9.7

A-A

A-A

8.4

9.8

10.6

9.1

/1 AD-1.1.3B

/1 AD-1.1.3D

/1 AD-1.1.3B

/1 AD-1.1.3D

REMOVE EXISTING

HAND RAILS

REMOVE TRAVERTINE WALL

PANELS

REMOVE EXISTING FLOORING

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

REMOVE EXISTING TRAVERTINE

WALLS & ARCH

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE RAISED FLOOR

& RAMP

REMOVE TRAVERTINE WALL

PANELS AS REQUIRED TO COORD.

W/ NEW  WALL

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING TRAVERTINE

WALL TO REMAIN

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE TRAVERTINE

GUARDRAIL, CUT @ EXISTING

FLOOR JOINT

REMOVE PHONE BOXES

EXISTING TRAVERTINE

HAND RAIL TO REMAIN

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE EXISTING

TRAVERTINE ARCH

REMOVE EXISTING

TRAVERTINE FOR NEW

STOREFRONT SYSTEM

REMOVE EXISTING

DENTAL CHAIRS, TYP.

UP

DN

REMOVE EXISTING PRECAST

PANELS

DWG

DWG

DWG

DWG

DWG

C

7

C

7

C

4

Room

C1157

Room

C1157A

Room

C1161

Room

C1161A

Room

C1161B

Room

C1160

Room

C1159

Room

C1158

Room

C1203

Room

C1163

Room

C1173

Room

C1174

Room

C1175

Room

C1176

Room

C1177

Room

C1178

Room

C1179

Room

C1180

Room

C1181

Room

C1182

Room

C1183

Room

C1184

Room

C1185

Room

C1186

Room

C1187

Room

C1189

Room

C1187A

Room

C1193

Room

C1194

Room

C1195

Room

C1198

Room

C1199

Room

C1197

Room

C1202

Room

C1201

Room

C1200B

Room

C1200

Room

C1204

Room

C1212

Room

C1206

Room

C1210

Room

C1208

Room

C1209

Room

C1240

Room

C1241

Room

C1242

Room

C1243

Room

C1245

Room

C1243A

Room

C1247

Room

C1248

Room

C1249

Room

C1250

Room

C1251

Room

C1252

Room

C1253

Room

C1254

Room

C1255

Room

C1256

Room

C1265

Room

C1266

Room

C1267

Room

C1268

Room

C1269

Room

C1270

Room

C1271

Room

C1272

Room

C1S6

Room

C1S7

Room

C1S10

Room

C120E

Room

C119E

Room

C1E2

Room

C1E3

Room

C1E4

Room

C1E5

Room

C1M20

Room

C1M21

Room

C1M26

Room

C1M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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JOB NO:
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DRAWN BY:

FILE NAME:
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - PCB ABATEMENT PLAN SECTOR C

NO. REVISION DATE

FIRST FLOOR

PCB

ABATEMENT

PLAN

SECTOR C

As indicated

1302

12/10/2015

KDH

FIRST FLOOR PCB ABATEMENT

PLAN SECTORC

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



UP

UP

UPUP

6 5 4 3 2 1

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

1.2

8

9

8.5

3.4 2.6

3.5 2.5

5.4 4.6

5.2

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

A-A

A-A

1.32.43.65.3

6.4

7

6.5

7.5
7.6

8.4

9.1

/1 AD-1.1.3C

/1 AD-1.1.3C

REMOVE SLAB FOR NEW SHAFT

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING FLOOR &

TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

REMOVE WALL & DOOR

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING

FLOORING & TREAD

RMEOVE EXISTING

HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK

REMOVE EXISTING

HAND RAILS

CUT SLAB AS REQ'D TO

COORD. W/ NEW PLMB

RISERS, SEE PLMB DWGS

EXISTING TRAVERTINE

WALL TO REMAIN

REMOVE EXISTING

TRAVERTINE ARCH

EXISTING TRAVERTINE

HAND RAIL TO REMAIN

REMOVE EXISTING

TRAVERTINE FOR NEW

STOREFRONT SYSTEM

REMOVE EXISTING WALLS,

DOORS, FLOORING, CEILING, &

MILLWORK, TYP

EXISTING COL TO REMAIN, TYP

EXISTING SHAFT WALLS

TO REMAIN, TYP

REMOVE EXISTING

CURTAINS & TRACK

REMOVE EXISTING

INDUCTION UNITS &

ENCLOSURE

EXISTING CMU SHAFT TO REMAIN.

PROVIDE SELECTIVE DEMOLITION AT

SHAFTS FOR NEW DUCTWORK

PENETRATIONS. PROVIDE NEW 2-HR

RATED SHAFT WALL TOENCLOSE

SHAFT. TYPICAL ALL SHAFT

LOCATIONS

REMOVE EXISTING

DENTAL CHAIRS, TYP.

UP

DN

DWG

DWG

DWG

DWG

DWG

C1

C1

C1

DWG

C

7

C

4

C6

C
6

C6C6

WG

W
G

WGWG

DWG

DWG

DWG

DWG

DWG

NEED TO VERIFY MATERIALS -

ROOMS INACCESSIBLE AT TIME

OF INSPECTION

Room

C1001

Room

C1002

Room

C1003

Room

C1004

Room

C1005

Room

C1006

Room

C1007

Room

C1008

Room

C1009

Room

C1010

Room

C1011

Room

C1012

Room

C1013

Room

C1014

Room

C1015

Room

C1016

Room

C1017

Room

C1018

Room

C1019

Room

C1020

Room

C1021

Room

C1022

Room

C1023

Room

C1024

Room

C1025

Room

C1026

Room

C1027

Room

C1028

Room

C1029

Room

C1030

Room

C1031

Room

C1023B

Room

C1023A

Room

C1032

Room

C1033

Room

C1034

Room

C1035

Room

C1036

Room

C1037

Room

C1038

Room

C1039

Room

C1040

Room

C1041

Room

C1042

Room

C1043

Room

C1044

Room

C1045

Room

C1046

Room

C1047

Room

C1048

Room

C1049

Room

C1050

Room

C1051

Room

C1052

Room

C1038A

Room

C1054

Room

C1055

Room

C1056

Room

C1057

Room

C1058

Room

C1059

Room

C1056A

Room

C1058A

Room

C1039A

Room

C1032A

Room

C1032B

Room

C1033A

Room

C1060

Room

C1061

Room

C1062

Room

C1063

Room

C1064

Room

C1065

Room

C1066

Room

C1067

Room

C1068

Room

C1069

Room

C1070

Room

C1071

Room

C1072

Room

C1073

Room

C1075

Room

C1076

Room

C1077

Room

C1078

Room

C1079

Room

C1080

Room

C1081

Room

C1082

Room

C1083

Room

C1084

Room

C1085

Room

C1086

Room

C1087

Room

C1090

Room

C1089

Room

C1091

Room

C1081A

Room

C1092

Room

C1061A

Room

C1093

Room

C1091A

Room

C1094

Room

C1095

Room

C1096

Room

C1097

Room

C1098

Room

C1099

Room

C1100

Room

C1101

Room

C1102

Room

C1103

Room

C1104

Room

C1105

Room

C1106

Room

C1107

Room

C1108

Room

C1109

Room

C1110

Room

C1111

Room

C1112

Room

C1113

Room

C1114

Room

C1115

Room

C1116

Room

C1117

Room

C1118

Room

C1119

Room

C1120

Room

C1114A

Room

C1122

Room

C1123

Room

C1124

Room

C1125

Room

C1126

Room

C1127

Room

C1128

Room

C1129

Room

C1130

Room

C1131

Room

C1132

Room

C1133

Room

C1134

Room

C1135

Room

C1136

Room

C1137

Room

C1138

Room

C1139

Room

C1140

Room

C1159A

Room

C1142

Room

C1196A

Room

C1144

Room

C1145

Room

C1147A

Room

C1147

Room

C1148

Room

C1149

Room

C1150

Room

C1151

Room

C1154

Room

C1155

Room

C1156

Room

C1157

Room

C1157A

Room

C1161

Room

C1161A

Room

C1161B

Room

C1160

Room

C1159

Room

C1158

Room

C1203

Room

C1162

Room

C1163

Room

C1164

Room

C1165

Room

C1166

Room

C1167

Room

C1168

Room

C1169

Room

C1170

Room

C1171

Room

C1172

Room

C1173

Room

C1174

Room

C1175

Room

C1176

Room

C1177

Room

C1178

Room

C1179

Room

C1180

Room

C1181

Room

C1182

Room

C1183

Room

C1184

Room

C1185

Room

C1186

Room

C1187

Room

C1188

Room

C1189

Room

C1187A

Room

C1193

Room

C1194

Room

C1195

Room

C1198

Room

C1199

Room

C1197

Room

C1S1

Room

C1S4

Room

C1S5

Room

C1S6

Room

C1S10

Room

C1E1

Room

C1E2

Room

C1E3

Room

C1M21

Room

C1M22

Room

C1M23

Room

C1M24

Room

C1M25

Room

C1MA

Room

C1M26

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110

fax 203.786.5330

www.svigals.com
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(UCONN PROJECT # 901737)

8
/
2
7
/
2
0
1
5
 
9
:
1
9
:
4
9
 
A

M

BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

FIRST FLOOR - PCB ABATEMENT PLAN SECTOR D

NO. REVISION DATE

FIRST FLOOR

PCB

ABATEMENT

PLAN

SECTOR D

As indicated

1302

12/10/2015

KDH

FIRST FLOOR PCB ABATEMENT

PLAN SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



1616

1717

1818

1919

2121

H
G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

15

15

Eb

17.2

Fb

9.20

A-A

A-A

15.6

/1 AD-1.1.4B /1 AD-1.1.4B

REMOVE EXISTING HAND RAILS

REMOVE EXISTING CURTAIN &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING COL TO REMAIN, TYP

REMOVE EXISTING CURTAIN

& TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK, TYP

PREPARE ROOM FOR NEW

FINISHES

PREPARE ROOM FOR NEW

FINISHES

DWG

DWG

DWG

DWG

C
6

C
6

W
G

Room

C2123

Room

C2124

Room

C2125

Room

C2E6

Room

C2127

Room

C2128

Room

C2129

Room

C2130

Room

C2144

Room

C2148

Room

C2151

Room

C2152

Room

C2153

Room

C2156

Room

C2157

Room

C2158

Room

C2160

Room

C2161

Room

C2162

Room

C2163

Room

C2164

Room

C2165

Room

C2166

Room

C2167

Room

C2168

Room

C2169

Room

C2170

Room

C2171

Room

C2172

Room

C2173

Room

C2174

Room

C2175

Room

C2170A

Room

C2167A

Room

C2160A

Room

C2S3

Room

C2CSB

Room

C2M17

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110

fax 203.786.5330

www.svigals.com

tel 617.888.8343

www.bushwang.com
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - PCB ABATEMENT PLAN SECTOR A

NO. REVISION DATE

SECOND FLOOR

PCB

ABATEMENT

PLAN

SECTOR A

As indicated

1302

12/10/2015

KDH

SECOND FLOOR PCB

ABATEMENT PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

A-A

A-A

9.8

10.6

12.6

11.4

13.4

14.6

15.6

/1 AD-1.1.4A

/1 AD-1.1.4C

/1 AD-1.1.4A

/1 AD-1.1.4C

REMOVE EXISTING CURTAIN

& TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE EXISTING HAND

RAIL, FLOORING AND

TREAD MATERIALS

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION UNITS &

ENCLOSURE, TYP

REMOVE EXISTING

HAND RAILS

REMOVE EXISTING HAND RAILS

EXISTING COL TO REMAIN, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

CUT SLAB AS REQ'D FOR NEW

PLMB RISERS, SEE PLMB DWGS

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING COL TO REMAIN, TYP

REMOVE WALL AT NEW DOORS,

TYP.

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

FOR NEW BRIDGE

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE SLOPED

TRAVERTINE SILL AS REQ'D

TO COORD. W/ NEW BRIDGE

CONSTRUCTION, TYP.

REMOVE WINDOW &

MODIFY CONCRETE CURB

AS REQUIRED TO

ACCOMMODATE NEW DOOR

REMOVE DOOR,

WINDOW, PRECACST

WALL PANELS AND

CURB AS REQUIRED

TO COORDINATE W/

NEW PLAN

CUT SLAB AS

REQUIRED FOR NEW

SHAFTS

EXIST'G 6" MECH'L

GRILLES TO REMAIN

REMOVE ROOF TO DECK

REMOVE

INDUCTION

UNIT

C1

C1

DWG

DWG

DWG

DWG

DWG

C

7

C

7

C

7

W

G

W

G

W

G

C

7

W

G

W

G

W

G

W

G

W

G

W

G

C7 ALSO IN CONCRETE PATIO

FLOOR JOINTS, AROUND

PERIMETER OF PATIO AND ON

CONCRETE PLANTERS.

Room

C2079

Room

C2080

Room

C2082

Room

C2084

Room

C2085

Room

C2086

Room

C2087

Room

C2088

Room

C2089

Room

C2090

Room

C2091

Room

C2083A

Room

C2102A

Room

C2091A

Room

C2077A

Room

C2089A

Room

C2085A

Room

C2085B

Room

C2093

Room

C2094

Room

C2095

Room

C2096

Room

C2093A

Room

C2095A

Room

C2096A

Room

C2099A

Room

C2099

Room

C2100

Room

C2101

Room

C2102

Room

C2103

Room

C2104

Room

C2105

Room

C2106

Room

C2107

Room

C2113

Room

C2108

Room

C2101A

Room

C2E5

Room

C219E

Room

C220E

Room

C2111A

Room

C2111

Room

C2112

Room

C2114

Room

C2115

Room

C2116

Room

C2117

Room

C2118

Room

C2119

Room

C2120

Room

C2121

Room

C2122

Room

C2123

Room

C2124

Room

C2125

Room

C2E6

Room

C2127

Room

C2128

Room

C2129

Room

C2130

Room

C2116B

Room

C2116A

Room

C2115A

Room

C2114A

Room

C2112A

Room

C2131A

Room

C2131B

Room

C2133A

Room

C2132A

Room

C2136C

Room

C2136B

Room

C2110B

Room

C2134A

Room

C2131

Room

C2136A

Room

C2132

Room

C2110A

Room

C2133

Room

C2134

Room

C2135

Room

C2136

Room

C2137

Room

C2138

Room

C2139

Room

C2141

Room

C2142

Room

C2143

Room

C2144

Room

C2145

Room

C2146

Room

C2147

Room

C2148

Room

C2151

Room

C2152

Room

C2153

Room

C2156

Room

C2157

Room

C2158

Room

C2160

Room

C2161

Room

C2163

Room

C2160A

Room

C2143A

Room

C2145B

Room

C2145A

Room

C2143B

Room

C2S2

Room

C2S7

Room

C2S8

Room

C2E4

Room

C2CSB

Room

C2M17

Room

C2M18

Room

C2M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - PCB ABATEMENT PLAN SECTOR B

NO. REVISION DATE

SECOND FLOOR

PCB

ABATEMENT

PLAN

SECTOR B

As indicated

1302

12/10/2015

KDH

SECOND FLOOR PCB

ABATEMENT PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

8

9

9.5

10

11

10.5

9.9

8.5

7.9

11.6

8.2

7.7

7.8

Ea

Fe

10.8

11.3

11.2

Eaa

Fee

9.7

A-A

A-A

8.4

9.8

10.6

9.1

/1 AD-1.1.4B

/1 AD-1.1.4D

/1 AD-1.1.4B

/1 AD-1.1.4D

REMOVE EXISTING

HAND RAILS

EXISTING COL TO REMAIN, TYP

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

FOR NEW BRIDGE

REMOVE EXISTING CURTAINS &

TRACK, TYP

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK, TYP

REMOVE EXISTING INDUCTION

UNITS & ENCLOSURE, TYP

REMOVE EXISTING HAND RAIL,

FLOORING AND TREAD MATERIALS

EXISTING COL TO REMAIN, TYP

EXISTING COL TO REMAIN, TYP

REMOVE BRIDGE

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE EXISTING WALLS, DOORS,

FLOORING, CEILING, & MILLWORK, TYP

REMOVE

TRAVERTINE

WALL PANELS

DOWN TO FLOOR

JOINT FOR NEW

BRIDGE

REMOVE

TRAVERTINE WALL

PANELS DOWN TO

FLOOR JOINT

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE SLOPED

TRAVERTINE SILL AS REQ'D

TO COORD. W/ NEW BRIDGE

CONSTRUCTION, TYP.

REMOVE TRAVERTINE

WALL PANELS DOWN TO

FLOOR JOINT

EXIST'G 6" MECH'L

GRILLES TO REMAIN

REMOVE ROOF TO DECK

REMOVE ROOF TO DECK

C7 ALSO IN CONCRETE PATIO

FLOOR JOINTS, AROUND

PERIMETER OF PATIO AND ON

CONCRETE PLANTERS.

C7 ALSO IN CONCRETE PATIO

FLOOR JOINTS, AROUND

PERIMETER OF PATIO AND ON

CONCRETE PLANTERS.

DWG

C

7

W

G

W

G

W

G

W

G

W

G

W

G

DWG

DWG

DWG

W

G

W

G

W

G

W

G

W

G

W

G

C

7

Room

C2022

Room

C2053

Room

C2056

Room

C2060

Room

C2061

Room

C2062

Room

C2063

Room

C2064

Room

C2065

Room

C2066

Room

C2067

Room

C2068

Room

C2069

Room

C2070

Room

C2071

Room

C2072

Room

C2073

Room

C2074

Room

C2075

Room

C2077

Room

C2067A

Room

C2066A

Room

C2067B Room

C2E3

Room

C2078

Room

C2079

Room

C2080

Room

C2081

Room

C2082

Room

C2083

Room

C2084

Room

C2086

Room

C2087

Room

C2091

Room

C2083A

Room

C2102A

Room

C2091A

Room

C2077A

Room

C2093

Room

C2095

Room

C2093A

Room

C2100

Room

C2101

Room

C2102

Room

C2103

Room

C2108

Room

C2101A

Room

C2E5

Room

C219E

Room

C220E

Room

C2111A

Room

C2111

Room

C2112

Room

C2114

Room

C2112A

Room

C2S6

Room

C2S7

Room

C2E2

Room

C2E4

Room

C2M26

Room

C2M27

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.

501 Boylston Street

Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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SCALE:

JOB NO:

DATE:

DRAWN BY:

FILE NAME:

84 Orange Street

New Haven, CT 06510

tel 203.786.5110

fax 203.786.5330
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BID DOCUMENTS

BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - PCB ABATEMENT PLAN SECTOR C

NO. REVISION DATE

SECOND FLOOR

PCB

ABATEMENT

PLAN

SECTOR C

As indicated

1302

12/10/2015

KDH

SECOND FLOOR PCB

ABATEMENT PLAN SECTOR C

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)



UP

6 5 4 3 2 1

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

1.2

8

9

8.5

3.4 2.6

3.5 2.5

5.4 4.6

5.2

G.b

G.a

6.2

F.f

7.4

6.3

7.9

8.2

7.7

7.8

Ea

Fe

1.5

Fa

A-A

A-A

1.32.43.65.3

6.4

7

6.5

7.5
7.6

8.4

9.1

/1 AD-1.1.4C

/1 AD-1.1.4C

CUT SLAB AS REQ'D

FOR NEW SHAFTS

REMOVE EXISTING HAND RAIL,

FLOORING AND TREAD MATERIALS

REMOVE TRAVERTINE

WALL PANELS AS

REQUIRED TO COORD.

W/ REMOVED WALL

REMOVE FILMS /

COATINGS FROM

WINDOWS, TYP

REMOVE EXISTING

HAND RAILS

EXISTING INDUCTION UNITS &

ENCLOSURE TO REMAIN

REMOVE EXISTING CURTAINS &

TRACK

REMOVE EXISTING

HAND RAILS

CUT SLAB AS REQ'D TO

COORD. W/ NEW PLMB

RISERS, SEE PLMB DWGS

REMOVE WINDOW AND

MODIFY CONC. CURB AS

REQUIRED TO COORD.

W/ NEW DOOR

REMOVE DOOR,WINDOWS,

PRECAST WALL PANELS

AND CONC. CURB AS

REQUIRED TO COORD. W/

NEW PLAN

REMOVE TRAVERTINE

WALL PANELS DOWN TO

FLOOR JOINT

EXISTING CMU SHAFT TO REMAIN.

PROVIDE SELECTIVE DEMOLITION AT

SHAFTS FOR NEW DUCTWORK

PENETRATIONS. PROVIDE NEW 2-HR

RATED SHAFT WALL TOENCLOSE

SHAFT. TYPICAL ALL SHAFT

LOCATIONS

REMOVE ROOF TO DECK

REMOVE

INDUCTION

UNIT

C1

DWG

W

G

W

G

W

G

W

G

W

G

W

G

C

7

W
G

W
G

W
G

W
G

W
G

W
G

C
7

C7 ALSO IN CONCRETE PATIO

FLOOR JOINTS, AROUND

PERIMETER OF PATIO AND ON

CONCRETE PLANTERS.

Room

C2001

Room

C2002

Room

C2003

Room

C2004

Room

C2005

Room

C2006

Room

C2007

Room

C2008

Room

C2009

Room

C2010

Room

C2011

Room

C2012

Room

C2013

Room

C2014

Room

C2015

Room

C2016

Room

C2017

Room

C2018

Room

C2019

Room

C2007A

Room

C2010B

Room

C2007B

Room

C2010A

Room

C2011C

Room

C2011B

Room

C2011A

Room

C2012A

Room

C2017A

Room

C2019A

Room

C2019J

Room

C2019H

Room

C2019G

Room

C2019E

Room

C2019D

Room

C2019K

Room

C2018A

Room

C2019B

Room

C2019C

Room

C2019F

Room

C2021

Room

C2022

Room

C2023

Room

C2024

Room

C2025

Room

C2026

Room

C2027

Room

C2022A

Room

C2029

Room

C2030

Room

C2020

Room

C2032

Room

C2033

Room

C2034

Room

C2035

Room

C2036

Room

C2037

Room

C2038

Room

C2039

Room

C2040

Room

C2041

Room

C2042

Room

C2043

Room

C2044

Room

C2045

Room

C2046

Room

C2047

Room

C2048

Room

C2050

Room

C2051

Room

C2052

Room

C2053

Room

C2054

Room

C2055

Room

C2056

Room

C2057

Room

C2058

Room

C2059

Room

C2060

Room

C2061

Room

C2062

Room

C2063

Room

C2064

Room

C2065

Room

C2066

Room

C2068

Room

C2069

Room

C2073

Room

C2074

Room

C2075

Room

C2076A

Room

C2076D

Room

C2076C

Room

C2076B

Room

C2047A

Room

C2040A

Room

C2076

Room

C2E3

Room

C2037D

Room

C2045A

Room

C2025A

Room

C2026A

Room

C2052A

Room

C2052B

Room

C2037A

Room

C2037B

Room

C2037C

Room

C2037E

Room

C2037F

Room

C2037G

Room

C2037H

Room

C2037I

Room
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C2CSA

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D

0 4' 8' 16'

SCALE: 1/8" = 1' - 0"
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

SECOND FLOOR - PCB ABATEMENT PLAN SECTOR D

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

SECOND FLOOR PCB

ABATEMENT PLAN SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

SECOND FLOOR

PCB

ABATEMENT

PLAN

SECTOR D

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)
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REMOVE ROOFING AND CONCRETE FILL AS-

REQUIRED TO PROVIDE STRUCTURAL SUPPORT

FOR NEW MECHANICAL UNITS AND PROPERLY

PITCH NEW ROOF
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C
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7

CONVEYOR

RM

CP006

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D
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SCALE: 1/8" = 1' - 0"

Architectural Resources

Cambridge, P.C.
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Suite 4101

Boston, MA 02116

tel 617.547.2200

www.arcusa.com
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

ROOF/PENTHOUSE - PCB ABATEMENT PLAN SECTOR A

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

PENTHOUSE PCB ABATEMENT

PLAN SECTOR A

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PENTHOUSE

PCB

ABATEMENT

PLAN

SECTOR A

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9/C10

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)

NOTE:

1- TAN EXTERIOR BUILDING CAULK (C7) AND WHITE CAULK (C9) ON

PERIMETER ROOF METAL FLASHING CAP OVER GREY PERIMETER

ROOF CAULK (C10) CONTINUES AROUND ENTIRE ROOF PERIMETER.

ONLY AREAS EXPECTED TO BE IMPACTED WITHIN CURRENT SCOPE

OF WORK HAVE BEEN MARKED ON DRAWING.



UP

16

17

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A

15.7

10

11

12

13

14

15

14.5

13.5

12.5

11.5

10.5

9.9

13.6

14.4

11.6

12.7

10.8

11.3

11.2

Eaa

Fee

17.2

9.7

A-A

A-A

9.8

10.6

12.6

11.4
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15.6

/1 AD-1.1.5A

/1 AD-1.1.5C

/1 AD-1.1.5A

/1 AD-1.1.5C

REMOVE EXISTING HAND RAILS

CUT ROOF SLAB AS-

REQUIRED FOR NEW SHAFT

CUT ROOF SLAB AS-

REQUIRED FOR NEW

DUCT PENETRATION

REMOVE ROOFING AND CONCRETE FILL AS-

REQUIRED TO PROVIDE STRUCTURAL SUPPORT

FOR NEW MECHANICAL UNITS AND SHAFT

ENCLOSURES.

REMOVE ROOFING AND

CONCRETE FILL AS-REQUIRED TO

PROVIDE STRUCTURAL SUPPORT

FOR NEW PENETRATION

ENCLOSURE.
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SHAFT 27

CPM27

MECHANICAL

RM

CP002

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D
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SCALE: 1/8" = 1' - 0"

Architectural Resources
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DATE:

DRAWN BY:

FILE NAME:

84 Orange Street
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

ROOF/PENTHOUSE - PCB ABATEMENT PLAN SECTOR B

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

PENTHOUSE PCB ABATEMENT

PLAN SECTOR B

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PENTHOUSE

PCB

ABATEMENT

PLAN

SECTOR B

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9/C10

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)

NOTE:

1- TAN EXTERIOR BUILDING CAULK (C7) AND WHITE CAULK (C9) ON

PERIMETER ROOF METAL FLASHING CAP OVER GREY PERIMETER

ROOF CAULK (C10) CONTINUES AROUND ENTIRE ROOF PERIMETER.

ONLY AREAS EXPECTED TO BE IMPACTED WITHIN CURRENT SCOPE

OF WORK HAVE BEEN MARKED ON DRAWING.
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SHAFT 27

CPM27

SHAFT 26

CPM26

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D
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Architectural Resources

Cambridge, P.C.
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263 FARMINGTON AVE.
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 1/8" = 1'-0"

1

ROOF/PENTHOUSE - ASBESTOS ABATEMENT PLAN SECTOR C

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

PENTHOUSE ASBESTOS

ABATEMENT PLAN SECTOR C

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PENTHOUSE

ASBESTOS

ABATEMENT

PLAN

SECTOR C

NOTE:

NO PCB NOTES ON THIS DRAWING.
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/1 AD-1.1.5C

/1 AD-1.1.5C

REMOVE EXISTING

HAND RAILS

CUT OPENINGS IN ROOF

SLAB AS REQ'D FOR NEW

SHAFT OPENINGS & DUCT

PENETRATIONS

REMOVE ROOF AND REMOVE

CONCRETE FILL AS-REQUIRED TO

PROVIDE STRUCTURAL SUPPORT

FOR NEW MECHANICAL UNITS,

ROOF SCREEN, AND NEW ROOFTOP

STRUCTURES.  COORDINATE SCOPE

OF REMOVAL WITH NEW ROOF

PITCH/DRAIN PLAN

REMOVE WINDOW

SYSTEM FROM SILL TO

HEADER, SALVAGE FOR

MODIFICATION AND REUSE
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SHAFT 26

CPM26

MECHANICAL

RM

CP001

NOTES

NOTES:

1. SEE G-1.0.2 FOR GENERAL DEMOLITION NOTES.

2. IN ROOMS TO BE DEMOLISHED , REMOVE ALL FINISHES AS REQ'D. COORDINATE WITH NEW FINISH PLANS.

3. REFER TO PLUMBING DWGS FOR SCOPE OF ALL NEW UNDERSLAB UTILITIES.

EXISTING CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

SHADED AREA DENOTES EXISTING AREA TO REMAIN

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

SHADED AREA DENOTES ROOF TO BE CUT AS REQ'D
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BUILDING C

RENOVATION

263 FARMINGTON AVE.

FARMINGTON, CT 06030

 1/8" = 1'-0"

1

ROOF/PENTHOUSE - PCB ABATEMENT PLAN SECTOR D

NO. REVISION DATE

As indicated

1302

12/10/2015

KDH

PENTHOUSE PCB ABATEMENT

PLAN SECTOR D

21 Griffin Road North

Windsor, CT 06095

(860) 298-9692

PENTHOUSE

PCB

ABATEMENT

PLAN

SECTOR D
NOTE:

1- TAN EXTERIOR BUILDING CAULK (C7) AND WHITE CAULK (C9) ON

PERIMETER ROOF METAL FLASHING CAP OVER GREY PERIMETER

ROOF CAULK (C10) CONTINUES AROUND ENTIRE ROOF PERIMETER.

ONLY AREAS EXPECTED TO BE IMPACTED WITHIN CURRENT SCOPE

OF WORK HAVE BEEN MARKED ON DRAWING.

PCB LEGEND OF SYMBOLS

C3

GREY PLIABLE CAULK AROUND DOOR FRAME AND INTERIOR

PRECAST PEBBLE COVERED CONCRETE PANELS (C3)

ROOMS THAT CONTAIN CAULK AROUND TOILETS, SINKS AND

CUSTODIAL FLOOR DRAIN BASINS (C5)

GREY EXPANSION JOINT CAULK (C1)

DOOR WITH WINDOW GLAZING (DWG1, DWG2, DWG3, DWG4,

DWG5, DWG6)

DWG

C7

TAN EXTERIOR BUILDING CAULK (C7)

C4

BROWN INTERIOR WINDOW-DOOR FRAME CAULK (C4)

WINDOW GLAZE (WG1, WG1A, WG2)

WG

C8

BROWN GUMMY EXTERIOR CAULK ON ALUMINUM FRAME (C8)

C6

WHITE PLIABLE INTERIOR DOOR & WINDOW FRAME CAULK (C6)

C9/C10

WHITE CAULK ON PERIMETER ROOF METAL FLASHING CAP (C9)

OVER GREY PERIMETER ROOF CAULK (C10)
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